Superseded

X GENERAL NOTES
SURFACE WATER DISPOSAL STRATEGY: B T
2. CONTRACTOR TO CHECK ALL DIMENSIONS AND REPORT
«  WATER BUTTS TO COLLECT CHURCH ROOF RUNOFF, WITH OVERFLOW TO BELOW-GROUND SYSTEM. AL ERRORS AND OMESIONS TO THE ENGINEER.

SOAKAWAY TESTING HAS CONFIRMED THAT GROUND INFILTRATION IS NOT A VIABLE OPTION FOR THIS SITE. ANY DISCREPANCY TD BE REPORTED IMMEDITELY 1O
ALL DRAINED AREAS (CARPARK+CHURCH ROOF) TO CONNECT TO HIGHWAY DRAINAGE SYSTEM VIA ATTENUATED e,

EXISTING 4. THIS DRANING TC BE READ IN CONJUNCTION WITH ALL
PUBLIC CONNECTION. RELEVANT ARCHITECTS, SUBCONTRACTORS AND
SEWER «  PROPOSED RATE OF 3Lit/Sec EQUATES TO 24rm® OF STORAGE. ‘SPECIALISTS DRAWINGS AND SPECIFICATIONS.
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$ INFILTRATION TEST LOCATION
NO' INFILTRATION RECORDED.
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