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existing window removed and new 
door and window inserted

existing window removed and new 
door and window inserted

new door and window in 
location of ex window
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NOTES
- Periscope vents
to start at 450mm from corners 
and to be spaced every 
2000mm thereafter
- Fire cavity barriers every 20M 
max
- Expansion Joints as advised 
by Structural Engineer

-

---
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Existing windows to be 
replaced with 30mins 
Fire resistant 
alternatives

1 in 21

1450
ramp to have
- surface width of 
1500mm between walls / 
upstands
- handrails both sides
- kerb on open side of 
ramp to be at least 
100mm high

polycarbonate canopy over - see twinfix drawings

rwp rwp rwp
rwp

103mm Facing Brick (F2 quality) feature band to match existing /
15mm through coloured render on 100mm medium density blockwork (7N/mm²), 50mm clear cavity, 
50mm Kooltherm K108 or similar approved, 100mm medium dense blockwork (k-value = 
0.51W/m²K), render and skim, 225mm stainless steel wall ties at maximum 450mm centres 
vertically,maximum 750mm centres horizontally, staggered joints, additional ties at all openings – all 
to achieve a minimum ‘U’ value 0.26w/m² °K.

Wall Type A

Wall Type B
103mm Facing Brick (F2 quality) feature band to match existing /
15mm through coloured render on 100mm medium density blockwork (7N/mm²), 50mm clear cavity, 
50mm Kooltherm K108 or similar approved, 100mm faor faced blockwork  (k-value = 0.51W/m²K), 
225mm stainless steel wall ties at maximum 450mm centres vertically,maximum 750mm centres 
horizontally, staggered joints, additional ties at all openings – all to achieve a minimum ‘U’ value 
0.26w/m² °K.

Internal wall of 100mm medium dense blockwork, 15mm render and skim.

Wall Type C

Wall Type D
Internal wall of 100mm metal stud,100mm full fill fibre insulation 15mm fireline board / skim. Moisture 
resistant boarding to be used in toilet areas.
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