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1 Introduction  

1.1 Terms of Reference 

JBA Consulting (JBA) was commissioned by Morgan Sindall Construction and 

Infrastructure Ltd to undertake a Flood Consequence Assessment (FCA) to support a 

planning application for the redevelopment of a brownfield site into a Research, 

Development, and Innovation (RD&I) facility for the decarbonisation of the Steel & other 

foundation industries. The South Wales Industrial Transition from Carbon Hub (SWITCH) is 

a collaborative innovation centre working with academia and industry partners to develop 

and deploy new technologies, products, and processes to move towards a net zero carbon 

future.  

1.2 FCA Requirements 

This FCA follows Welsh Government guidance on development and flood risk set out in 

Technical Advice Note 15: Development and Flood Risk (TAN15). Where appropriate, the 

following aspects of flood risk should be addressed in all planning applications over their 

expected lifetime: 

• The likely mechanisms of flooding  

• The likely source of flooding 

• The depths of flooding through the site  

• The speed of inundation of the site 

• The rate of rise of flood water through the site 

• Velocities of flood water across the site 

• Overland flow routes 

• The effect of access and egress and infrastructure, for example, public sewer 

outfalls, combined sewer outflows, surface water sewers and effluent discharge 

pipes from wastewater treatment works 

• The impacts of the development in terms of flood risk on neighbouring properties 

and elsewhere on the floodplain. 
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2 Site Description 

2.1 Site Summary 

The proposed development site is located in the Harbourside regeneration area of Port 

Talbot, South Wales. The development site comprises an unused brownfield site and is 

approximately 1.88ha in size. The site can be accessed via Oakwood Road or Harbourside 

Road. 

The site is bound to the south by the A4241, Harbour Way. To the east and west, the site is 

bound by existing development, with Port Talbot Parkway station car park to the north. The 

location of the site is described in Table 2-1. 

Table 2-1 Site Summary 

Site Name SWITCH Harbourside, Port Talbot 

Site Area 1.88ha 

Existing Land use Brownfield site 

Purpose of development Strategic Employment use  

OS NGR SS 76594 89483 

Local Planning Authorities  Neath Port Talbot Council 

Lead Local Flood Authority  Neath Port Talbot Council 
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Figure 2-1 Site Overview 

2.2 Planning History  

In May 2018 JBA produced a Flood Consequence Assessment (FCA) in support of a hybrid 

planning application for the site (Ref. P2022/0823). The successful planning application 

was for the strategic redevelopment of the site for commercial development. The detailed 

aspects were for the supporting site preparation works, access road and flood mitigation 

works. The outline component was for 6no. buildings for strategic employment use.  

The FCA proposed ground levelling of much of the site to 7.50mAOD and the further raising 

of buildings to a minimum level of 7.70mAOD. To manage the risk of flooding and the 

predicted effects of development on flood risk elsewhere, 3no. flood relief culverts were 

included under Harbourside Way to facilitate the conveyance of floodwater to the dock. 

These works were implemented in 2022 by the approved plans. 

Since the initial works have been carried out, proposals for the site's redevelopment have 

changed. Furthermore, changes to flood modelling methods and data have changed, 

including a significant increase in the predicted flood flows on the River Afan. 

Consequently, the findings and conclusions of the previous JBA FCA are no longer 

representative of the best available data.  
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2.3 Site Topography  

Natural Resources Wales (NRW) Open Source 1m Light Detection and Ranging (LiDAR) 

data has been used to analyse existing ground levels across the site and within the 

surrounding area, as shown in Figure 2-2. NRW LiDAR data demonstrates that the site has 

been levelled to a height of 7.5mAOD as was proposed during a previous planning 

application (P2020/0294). The access road splitting the site in two and connecting 

Harbourside Road to Oakwood Road is raised slightly higher with a typical level of 

8.4mAOD. 

 

 

Figure 2-2 NRW 1m LiDAR Generated DTM 

2.4 Soils and Geology 

The geology of the site has been assessed using the British Geological Survey (BGS) 

Geology of Britain Viewer1. The bedrock is shown to be the South Wales Middle Coal 

Measures Formation comprised of mudstone, siltstone, and sandstone. The superficial 

geology is formed of Tidal Flat Deposits that comprise silt, clay and sand. 

The soils on site have been assessed on the Cranfield University Soilscape viewer and are 

shown to be Loamy and clayey soils of coastal flats with naturally high groundwater. 

 

1 https://mapapps.bgs.ac.uk/geologyofbritain/home.html?&_ga=2.235342593.1646683261.1643098406-854211532.1643098406 
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2.5 Watercourses 

The proposed Harbourside strategic development site is located in close proximity to Port 

Talbot Docks, adjacent to Harbour Way which bounds the site to the south as seen in 

Figure 2-3. At the southern boundary of the site, the docks are located approximately 60-

70m away. 

The River Afan is located 380m to the northwest of the site and Ffrwd Wyllt 850m to the 

east. Both watercourses flow in a south-westerly direction, ultimately, into Swansea Bay. 

NRW flood defences are present along the banks of the river Afan located to the northwest 

and west of the site.  Despite being located behind the River Afan defences the site does 

not fall within an area benefiting from river flood defences.  

The Ffrwd Wyllt discharges into the Port Talbot Docks via a culvert under the A4241 

(Harbour Way), before flowing into the Swansea Bay. The site is approximately 2km north 

of the Swansea Bay coastline. 

 

Figure 2-3 Watercourses and Defences 

2.6 Development Proposals 

The proposed site is for a Research, Development, and Innovation (RD&I) facility for the 

decarbonisation of the Steel & other foundation industries. The South Wales Industrial 

Transition from Carbon Hub (SWITCH) is a collaborative innovation centre working with 
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academia and industry partners to develop and deploy new technologies, products, and 

processes to move towards a net zero carbon future.  

The Hub will be run by Swansea University to deliver academic and industrial research 

seeking to reduce carbon footprint through transforming raw materials supply, process and 

product development and energy consumption within the steel and metals industries and 

their supply chains across the UK. 

The construction will consist of a mix of office space, laboratories, research and production 

area, storage areas and external works. An extract of the development proposals is 

included in Figure 2-4 below. Appendix A contains a set of full design drawings, including 

external works and details of proposed flood mitigation culverts.  

 

Figure 2-4 Proposed Development Plan (extract) 
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3 Planning Policy 

3.1 Planning Context  

Planning Policy Wales (PPW) sets out the land use planning policies of the Welsh 

Government. It is supplemented by a series of Technical Advice Notes (TANs), Welsh 

Government Circulars, and policy clarification letters, which together with PPW provide the 

national planning policy framework for Wales. These policies have the aim that all 

development in Wales is sustainable and improve the social, economic, environmental, and 

cultural well-being of Wales as set out in the Wellbeing of Future Generations Act 2015.   

Technical Advice Note 15 (TAN-15), introduced by the Welsh Government in 2004, 

provides technical guidance relating to development planning and flood risk in Wales. The 

initial requirements of TAN-15 are to identify the vulnerability classification(s) and flood 

zones relevant to the proposed development, and to apply this information to the 

application of the justification tests. 

An update for TAN-15 was released in October 2021 and was due to come into force on the 

1st of December 2021. However, the Welsh Government have since suspended the 

implementation of the new TAN-15 indefinitely following a consultation. The best estimate 

for the implementation of TAN-15 is not until the end of 2024. Although the new TAN-15 is 

not a material consideration, the Welsh Government and NRW advise that some 

consideration is given to the draft Flood Map for Planning (FMfP) as the best available 

information. Therefore, where a site is located in an FMfP flood risk zone it is recommended 

that an FCA is carried out. 

As a result of the above, both the DAM and the FMfP are considered as part of this FCA.  

3.2 Vulnerability Classification 

TAN-15 assigns one of three flood risk vulnerability classifications to development, as 

shown in Table 3-1. The proposed development is classed variously as general industrial, 

employment and commercial development. Consequently, the development is classified as 

Less Vulnerable. 

Table 3-1 TAN-15 Vulnerability Classifications 

Development category Types 

Emergency services  Hospitals, ambulance stations, fire stations, police stations, 
coastguard stations, command centres, emergency depots 
and buildings used to provide emergency shelter in time of 
flood. 

Highly vulnerable 
development 

All residential premises (including hotels and caravan parks), 
public buildings, (e.g. schools, libraries, leisure centres), 
especially vulnerable industrial development (e.g. power 
stations, chemical plants, incinerators), and waste disposal 
sites. 

Less vulnerable General industrial, employment, commercial and retail 
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Development category Types 

development development, transport and utilities infrastructure, car parks, 
mineral extraction sites and associated processing facilities, 
excluding waste disposal sites.  

3.3 Lifetime of Development 

The Welsh Government's latest technical guidance for Climate Change States: 

'When considering new development proposals, Technical Advice Note 15: Development, 

Flooding and Coastal Erosion (TAN-15) states it is necessary to take into account the 

potential impact of climate change over the lifetime of development. A rule of thumb is that 

residential development has a lifetime of 100 years while a lifetime of 75 years is assumed 

for all other developments.  

As the proposals are not for residential use, a 75-year lifetime of development has been 

considered in this assessment based on less vulnerable development use.  

3.4 Development Advice Map Classification 

The DAM zone classification of a site is used to trigger different planning actions based on 

a precautionary assessment of flood risk. Figure 3-1 shows that the site is located entirely 

in Zone C1. Zone C1 is described as areas of the floodplain which are developed and 

served by significant infrastructure, including flood defences.  
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Figure 3-1 NRW DAM Map 

3.5 Flood Map for Planning Classification  

3.5.1 Flood Map for Planning - Flood Risk from Rivers 

As shown in Figure 3-2, the entirety of the site is located within Flood Zone 3. Flood Zone 3 

represents areas with a greater than 1 in 100 (1%) chance of flooding in a given year, 

including climate change from fluvial sources. Flood Zone mapping does not account for the 

presence of flood defences, of which there are major defences along the River Afan.  

The proposed development site is not located within a TAN-15 Defended Zone for Rivers. 

Although there are Defended Zones in the area, they stop short of the site. It is believed 

that this is because of the flood risk from the Ffrwd Wyllt, which does not benefit from 

defences in the same way as the River Afan.  
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Figure 3-2 NRW FMfP- Flood Risk from Rivers 

3.5.2 Flood Map for Planning - Flood Risk from the Sea 

There is minor encroachment of Flood Zone 2 into the Southeastern boundary of the site, 

skirting around to the northeast and only flooding a minor portion of the northeast areas of 

the site as seen  Figure 3-3. Flood Zone 2 are area with a 0.1% to 0.5% (1 in 1000 to 1 in 

200) chance of flooding from the sea in a given year, including the effects of climate change 

(assuming a 100-year lifetime of development).  

The proposed development site is not located within the TAN-15 Defended Zone for the 

Sea. 
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Figure 3-3 FMfP Flood Risk from the Sea 

3.5.3 Flood Map for Planning - Flood Risk from Surface Water and Small Watercourses 

The site is shown to be located within Flood Zone 3 for surface water and small 

watercourses flooding as seen in Figure 3-4. Areas in Flood Zone 3 are predominantly 

located in the north areas of the site north of the access road that currently splits the site 

into two. The vast majority of the rest of the site is within Flood Zone 2 with only a small 

area in the southeast of the site located outside of an area at risk of Surface Water or Small 

Watercourse flooding.  

Flood Zone 2 are areas which have less than 1 in 100 (1%) but greater than 1 in 1000 

(0.1%) chance of flooding in a given year, including climate change of flooding from surface 

water or small watercourses. Flood Zone 3 represents areas with a greater than 1 in 100 

(1%) chance of flooding in a given year, including climate change from fluvial sources. 

The flood map for surface water and small watercourses flooding does not reflect the 

current topography of the site, nor the significant drainage infrastructure that allows water to 

flow under the A4241 and into the dock.  
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Figure 3-4 FMfP Flood Risk from Surface Water and Small Watercourses. 

3.6 Local Development Plan 

The Local Development Plan (LDP) is a land use document in which the NPTC sets out its 

land use development aspirations over 15 years. The current LDP, entitled ‘Neath Port 

Talbot County Borough Council Local Development Plan (2011-2026)’ was adopted by 

NPTC in January 2016. Work has begun on the replacement LDP including a call for sites. 

However, the replacement LDP is not expected to be adopted before 2027 therefore for this 

assessment, the current LDP will be consulted. 

The site location in Harbourside, Port Talbot, has been identified as an area which will 

“provide major regenerative effects to Port Talbot”. NPTC wish to realise the diverse 

potential opportunities for sustainable economic development in the area, highlighting 

Harbourside as one of the key regeneration areas in which to transform “underused and 

unsightly former industrial land”. Redevelopment of the Harbourside area will “increase the 

resilience of the areas and [the ability] to compete more effectively with out-of-town and 

regional centres”. 

The site is included within the Harbourside Strategic Regeneration Areas (SRA2), under the 

Coastal Corridor Strategic Area, which will provide opportunities for large-scale 

redevelopment and regeneration of brownfield sites over the LDP period and beyond. SRA2 

is for mixed-use development of brownfield, former docklands site. The site of interest has 
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been designated within a strategic employment site, and thus the proposed development is 

contained within the scope of the LDP. This development will adhere to Policy SP 11 which 

focuses on the economic growth of the Coastal Corridor Strategic Area: “New and 

expanding employment developments will be encouraged, [allocating] 96 hectares of land 

for employment... to meet economic development and employment needs”. The 

development of this site will facilitate further development and growth within Harbourside. 

3.7 Justification Test 

Development in Zone C1 is subject to the Justification Test. TAN-15 states that 

development will be justified if it can be demonstrated that:  

1. Its location in zone C is necessary to assist or be part of, a local authority 

regeneration initiative or a local authority strategy required to sustain an existing 

settlement or;  

2. Its location in zone C is necessary to contribute to key employment objectives 

supported by the local authority, and other key partners, to sustain an existing 

settlement or region and;  

3. It concurs with the aims of Planning Policy Wales and meets the definition of 

previously developed land and;  

4. The potential consequences of a flooding event for the particular type of 

development have been considered and found to be acceptable. 

The proposed development has been assessed against the requirements of the 

Justification Test with the results summarised in Table 3-2. 

Table 3-2 TAN-15 Justification Test Summary for Site 

TAN 15 Justification Criteria Comments Achieved 

Its location is necessary to assist a 
local authority regeneration 
initiative or strategy or contribute to 
key employment objectives, 
necessary to sustain an existing 
settlement or region. 

The proposed development will 
assist with  Harbourside Strategic 
Regeneration Areas (SRA2) as 
outlined in the Local Development 
Plan (LDP) 

✓ 

The site meets the definition of 
previously developed land (i.e. it is 
not a Greenfield site) and concurs 
with the aims of Planning Policy 
Wales (i.e. the presumption in 
favour of sustainable development) 

The proposed development site 
meets the criteria of previously 
developed land. 

✓ 

The potential consequences of a 
flooding event for the particular 
type of development have been 
considered and found to be 
acceptable. 

The flood consequences have been 
assessed and are detailed further in 
Sections 5 and 6 

✓ 
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4 Flood Risk Assessment 

This section assesses the risk to the proposed development from all sources of flooding, 

the risk of increased flooding to others, and how flood risks can be managed. 

4.1 Review of Existing Flood Risk Data 

The latest available information on flood risk at the site, published by Natural Resources 

Wales (NRW) is summarised Table 4-1, below. 

Table 4-1 Overview of Flood Risk from different sources 

Source of Flooding Onsite 
Presence 

Description 

Flood Risk from Rivers  ✓ Mostly at 'Medium' risk with some 
areas at 'Low' risk. 

Flood Risk from the Sea  Located in an area at Very Low Risk 
from Tidal/Coastal Flooding  

Flood Risk from Surface 
Water and Small 
Watercourses  

✓ Mostly at Low risk although there is an 
area to the north of the site that is 
indicated to be at medium risk. 

Flood Risk from 
Groundwater  

 Low- No recorded groundwater flood 
incidents documented with favourable 
underlying geology.  

Flood Risk from Reservoirs  ✓ The Site is at risk in the event of a 
reservoir failure, however, the 
likelihood of a failure occurring is low. 

Flood Risk from Sewers   Flood No recorded sewer flood 
incidents at the site by Dwr Cymru 
Welsh Water. 

4.2 Historical Flood Risk 

NRW’s map of recorded flood extents does not show any evidence of historic flooding on 

the site. Furthermore, Neath Port Talbot Preliminary Flood Risk Assessment2 and Flood 

Risk Management Strategy3 were also referred to with no recorded flood incidents 

occurring within close proximity to this site. 

  

 

2 Neath Port Talbot Preliminary Flood Risk Assessment (2011). Retrieved from 

https://www.npt.gov.uk/media/4629/pfra_report_2011.pdf?v=20171123145433 

3 Neath Port Talbot Flood Risk Management Strategy (2013). Retrieved from 

https://www.npt.gov.uk/media/4930/lfrms_npt_local_flood_risk_management_strategy.pdf?v=20170627002244 
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4.3 Flood Risk from Rivers  

NRW’s Flood Risk Assessment Wales (FRAW) flood mapping indicates that a large portion 

of the northern areas of the proposed site is located in an area at medium risk of flooding 

from rivers, with a between 1 in 100 (1%) and 1 in 30 (3.3%) each year, as seen in Figure 

4-1. However, the majority of the site is located within a low-risk area of flooding from rivers, 

with between a 1 in 1000 and 1 in 100 (0.1% - 1% AEP) chance of flooding in any given 

year.  

The proposed development site is located within an Area Benefiting from Flood Defences 

for Rivers. 

To better understand the risk of flooding posed by fluvial flooding sources and the 

implications of climate change on the flood risk to the proposed development, further 

assessment using detailed flood modelling data was undertaken and is discussed in 

Section 5. 

 

Figure 4-1 FRAW Flood Risk from Rivers 

4.4 Flood Risk from the Sea 

NRW’s Flood Risk Assessment Wales (FRAW) flood mapping indicates that the entirety of 

the proposed site is located in an area at Very Low risk of Tidal/Coastal flooding. No figure 
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has been provided as areas at very low risk are shown as transparent on the NRW FRAW 

map.  

4.5 Flood Risk from Surface Water and Small Watercourses 

NRW’s Flood Risk Assessment Wales (FRAW) flood mapping indicates that most of the site 

is located in an area at Low risk of flooding from surface water or small watercourses as 

seen in Figure 4-2. This area of the site has a chance of flooding between 1 in 1000 (0.1%) 

and 1 in 100 (1%) in any given year from surface water or small watercourses. 

An area located to the north of the site that stretches horizontally across the site is in an 

area of Medium Risk of flooding from surface water and small watercourses. This area has 

a chance of flooding between 1 in 100 (1%) and 1 in 30 (3.3%) of flooding each year from 

surface water or small watercourses.  

 

Figure 4-2 FRAW- Risk from Surface Water and Small Watercourses 

The flood map for surface water and small watercourses flooding does not reflect the 

current topography of the site, nor the significant drainage infrastructure that allows water to 

flow under the A4241 and into the dock. Consequently, with knowledge of these factors and 

the proposed drainage strategy, the development is concluded to be a low risk of Surface 

Water and Small Watercourses flooding.   
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4.6 Flood Risk from Groundwater 

Groundwater flooding is caused by unusually high groundwater levels. It occurs as excess 

water emerges at the ground surface or within manmade underground structures such as 

basements. Groundwater flooding tends to be more persistent than surface water flooding, 

in some cases lasting for weeks or months, and it can result in significant damage. The risk 

of groundwater flooding depends on the nature of the geological strata underlying the site, 

as well as on the local topography. 

The Neath Port Talbot Council (NPTC) Local Flood Risk Management Strategy (2013) 

states that “Historically, there are no specific areas of groundwater flooding recorded in the 

Neath Port Talbot area.” 

The underlying superficial geology comprising Tidal Flat Deposits tends to be impermeable 

and therefore would not provide a pathway for groundwater to rise and impact this 

development. Furthermore, the site is extensively built upon ground raising it above the 

natural groundwater table established by the dock level.  

From the information above, and our knowledge of the site, the risk of groundwater flooding 

is assessed to be low. 

4.7 Flood Risk from Sewers 

Flood risk from sewers is a result of excess surface water within the sewer drainage 

network. The NPTC Local Flood Risk Management Strategy (2013) states that 430 sewer 

events have been recorded by Dŵr Cymru Welsh Water. However, no sewer flooding 

issues are associated with the Harbourside area. Therefore, it's been assessed the risk of 

sewer flooding for this site is 'Low'. 

4.8 Flood Risk from Reservoirs 

NRW flood maps indicate that the proposed development site is in an area that is at risk of 

flooding from a reservoir failure as seen in Figure 4-3. Even though the site is shown to be 

at risk if a failure were to occur the map is not indicative of the likelihood of such an 

occurrence.   

Reservoirs in Wales are strictly regulated for safety by NRW under the Reservoirs Act 

1975. Therefore, the probability of failure and consequently the risk is judged to be 

extremely low.  
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Figure 4-3 FRAW Risk of Flooding from Reservoir Failure 
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5 Detailed Fluvial Flood Risk Assessment 

5.1 Hydraulic Modelling 

As identified in the section 4.3, the site is considered to be at risk of fluvial flooding. To 

better understand this source of flood risk and the potential implications of climate change, 

further assessment using detailed hydraulic modelling is provided in this section. 

NRW's detailed fluvial and tidal flood model for Port Talbot consists of a 1D-2D linked 

ESTRY-TUFLOW Model developed by JBA Consulting in August 2017.  

The 2017 NRW model has been updated progressively by JBA to support a number of flood 

studies in the area, cumulating in this FCA. JBA's updated Port Talbot model was most 

recently reviewed by NRW for the 2024 planning application for a new Aldi store at the 

former Burrows Yard site (ref. P2024/0339). The FCA for the Burrow Yard site was 

supported by detailed documentation of the model updates which for brevity has not been 

reproduced in this FCA. However, in summary, the key model updates are as follows:  

• Updated to the Tuflow software version, 2023-03-AA, the latest version when the 

project commenced. 

• Comprehensive updates to the flood hydrology to comply with the latest climate 

change uplifts for the 2023 and 2123 epochs, technical guidance, and data 

sources.  

• Updates to the tidal boundary to apply the latest coastal extreme estimates and 

climate change allowances.  

• Updates to the model representation of Green Park and Newbridge weirs. The 

model now uses three separate 1d_nwke lines to represent the three core 

elements of the weir. 

• The model incorporates the recently constructed flood relief culverts under the 

A4241, with culvert representation in the 1D and 2D domains as 1d_nwke and 2D 

Z-Shape layers. 

 

In addition to the model updates detailed above, which were carried across from the 

Burrow's Yard FCA, the following comparatively minor site specific model updates were 

undertaken to support this FCA: 

• Locally applied NRW's 2022 LiDAR around the harbourside area to better 

represent ground levels in the area, including the previous works on the site.  

• Added representations of the Port Talbot Dock sluices that facilitate dock 

drainage during a flood event.  

• Applied change to the model DEM and Mannings roughness grid to represent the 

proposed development in the post-development model. Proposed site levels were 

supplied by the designers in a 1m ASCII grid format.  

 

To inform this assessment JBA has produced baseline (pre-development) and a post-

development version of the model.  
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5.2 Baseline Flood Modelling  

5.2.1 Baseline 1% AEP plus climate change event 

During the 1% AEP plus Climate Change event, the site is shown to be inundated with 

varying levels of flood depths across the site as shown in Figure 5-1. Most of the site is 

modelled to have flood depths of less than 600mm, with areas along the northern boundary 

and isolated areas towards the southeast of the site having modelled flood depths of 

>1200mm.  

 

Figure 5-1 1% AEP plus Climate Change 

5.2.2 Baseline 0.1% AEP event 

During the 0.1% AEP event, the site is shown to be inundated with varying levels of flood 

depths across the site as shown in Figure 5-2. As expected, flood depths are greater than 

those experienced during the 1% plus climate change AEP event, typically increasing by 

200mm. 

Modelled flood depths are predominantly between 300-900mm in this design event with 

greater areas in the north modelled to have maximum flood depths of greater than 

1200mm. Furthermore, an area just to the south of the road that currently splits the site into 

two is modelled to have flood depths of between 900-1200mm.  
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Figure 5-2  0.1% AEP Scenario 

5.3 Post-Development Modelling 

5.3.1 Policy Requirements 

Where development is justified, suitable mitigation measures can be incorporated within the 

design to ensure that development is as safe as possible, and there is (TAN15, Para 7.3): 

• minimal risk to life; 

• minimal disruption to people living and working in the area, 

• minimal potential damage to property; 

• minimal impact of the proposed development on flood risk generally; and, 

• minimal disruption to natural heritage. 

Further guidance on assessing the above requirements is provided in Appendix 1 of TAN-

15. Three requirements are particularly important concerning the proposed development 

and the flood mitigation required. These are: 

1. [A1.12] No flooding elsewhere. The proposed development should have minimal 

impact of the proposed development on flood risk generally.  

2. [A1.14] Commercial/ Industrial development should be flood-free in the 1% AEP 

plus climate change event. This is “indicative guidance”. 
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3.  [A1.15] Beyond the threshold set by A1.14 flooding should be safe for site users 

and recommended values of maximum flood depths and velocity are provided. The 

maximum recommended flood depth for commercial development is 600mm and 

1000mm for industrial. The figures provided are “indicative”; “Each site must 

therefore be considered individually, and a judgement taken in the context of the 

particular circumstances which could prevail at that site”. 

NRW provide further guidance with respect to Ancillary Development within Operational 

Guidance Note 105a - Flooding to Ancillary Areas. This guidance notes that "for some new 

development proposals, allowing selective flooding to certain parts of the site may offer a 

means of mitigating risk, including to third parties off-site. Therefore, in certain 

circumstances, some limited flooding may be considered acceptable as part of wider flood 

risk management proposals if it can be demonstrated by a developer that the risks and 

consequences of flooding can be managed down to a tolerable level". The guidance goes 

on to explain: 

 

General use car parking areas (non-residential) and estate roads are considered to qualify 

as 'ancillary development'. As such, where necessary and unavoidable, it is permissible for 

areas of car parking and internal site roads to flood up to 300mm in the A1.14 design event. 

Furthermore, it is recognised that flooding of areas designated for flood storage and 

conveyance is likely to be tolerable even where the flood hazard rating is greater than 'very 

low'.  
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5.3.2 Post-development model updates 

The proposed scheme and post-development model includes mitigation measures to help 

reduce the flood risk at the site, as depicted in Figure 5-3. These include;  

• Raising of the Switch building to a Finished Floor Level (FFL) of 7.9mAOD. 

• Raising ground levels around the building, including ancillary car parking areas, 

raised to 7.2- 7.9mAOD. 

• The lowering of land around the southeastern and southern boundaries to a 

minimum of 6.8mAOD to facilitate flood flows around the site and to towards the 

flood relief culverts under the A424. Areas already lower than 6.8mAOD will 

remain unchanged. The water main and its cover which runs from north-west to 

south-east across the main flow path remains unchanged. Ref. drawing 26CB02-

HYD-52-ZZ-D-C-0600, Appendix A. 

• Increasing the number of flood relief culverts under the A4241 from the existing 3 

to 6 

• The three new culverts will be 1.8m wide and 1m tall. 

• Alterations to the culvert outfall spillway to accommodate the new culverts. Ref. 

drawing 26CB02-HYD-52-ZZ-D-C-0610, Appendix A.  

The post-development scenario has been assessed for the 1% AEP plus climate change 

and the 0.1% AEP events.  

 

Figure 5-3 Post-development model setup 
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5.3.3 Post-development 1% AEP plus climate change event 

The predicted depths of flooding across the site are shown in Figure 5-4. As a result of the 

flood mitigation measures, flooding across most of the site is reduced in comparison with 

the baseline scenario.  

The maximum flood level around the perimeter of the proposed building is 7.84mAOD. The 

proposed FFL of the building is 7.90mAOD. Consequently, the building is not predicted to 

flood and any signs of flooding within the building are an artifact of the modelling approach 

and not a true indication of internal flooding. The proposed building therefore complies with 

the requirements of A1.14 of TAN15.  

Furthermore, the ancillary areas of car parking and internal estate roads surrounding the 

building are predicted to experience flooding less than 300mm, complying with NRW's 

guidance on flooding of ancillary areas. 

Flood depths remain significant along the eastern and southern boundaries of the site and 

within the SuDS features. This is an intended consequence of the flood mitigation strategy 

to channel water around the site. These areas are designated flood storage/conveyance 

areas.  

 

Figure 5-4 Flood depths in the post development 1% AEP plus climate change event 
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5.3.4 Post-development 0.1% AEP event 

The flood depths predicted during the post-development 0.1% AEP event are shown in 

Figure 5-5. During this event, flood depths are typically increased by 200-300mm over the 

1% AEP plus climate change event.  

The maximum flood level predicted within the building footprint is 8.13mAOD, resulting in a 

maximum internal flood depth of 250mm.  

Ancillary areas of car parking and internal estate roads surrounding the building are 

predicted to experience flooding not greater than 550mm and typically within a range of 

300mm to 500mm.  

All predicted flood depths are within the recommended tolerable conditions of A1.15.  

 

Figure 5-5 Flood depths in the post development 0.1% AEP event 

5.3.5 Third-Party Impacts 

Almost any new development in the floodplain has the potential to change the flood risk to 

others. This can be caused by changes in the availability of flood storage or changes in how 

flood water can flow across a site (conveyance). 

Paragraph 7.3 of TAN15 states that development must have “minimal impact of the 

proposed development on flood risk generally”. Furthermore, the guidance in Section A1.5 

of TAN15 requires that an FCA should assess "the impact of the development in terms of 
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flood risk on neighbouring properties and elsewhere on the flood plain". Therefore, this 

matter is discussed in the following section. 

The proposed flood mitigation strategy has been carefully developed to manage flood 

conveyance around the site and direct a significant portion of the flood volumes to the dock 

where water levels are managed by Associated British Ports (ABP).  

To understand the potential change to the flood risk to others as a result of the 

development the pre- and post-development scenarios have been compared using GIS 

software. The 'detriment analysis' identifies areas where the flood depth has increased or 

decreased as a result of changes to the hydraulic model to represent the pre- and post-

development scenarios.  

5.3.5.1 0.1% AEP event 

The detriment analysis for the 0.1% AEP event is shown in Figure 5-6. As a result of the 

flood mitigation strategy, the results show extensive areas of betterment to the east and 

west of the site, covering much of the Harbourside area. Flood depths in these areas are 

typically reduced by 15-30mm.  Reductions in flood depths across the development site 

vary considerably but are typically reduced by 200-400mm. The betterment is caused by 

allowing the site to convey great quantities of floodwater to the Dock, the historical flow path 

for floodwater before construction of the raised Harbourside Way which otherwise acts to 

impound floodwater locally.  

There are two small areas that report slight increases in flood depths outside of the 

development. These are on Harbourside Way and land off Llewellyn's Way. Increases in 

predicted flood depths at both locations can be attributed to minor instabilities in the flood 

model, given that surrounding flood levels have been reduced and there is not identifiable 

justification for the localised increases. In the case of land off Llewellyn's Way, there is a 

sudden change in topography that is likely to be causing the effects.  
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Figure 5-6 Flood depth comparison 0.1% AEP event 

5.3.5.2 1% AEP plus climate change event 

The detriment analysis for the 1% AEP event plus climate change is shown in Figure 5-7.  

Reductions in flood depths across the site vary considerably but are typically reduced by 

200-300mm. Reductions offsite, generally northeast of the site, are generally less than 

50mm, diminishing further away from the site.  

The reestablishment of the natural flow path to the Dock results in very small changes in 

water level within the dock. The results appear to be 'noisy' in many locations, which is not 

unexpected when the Shallow Water Equation is used to simulate the movement floodwater 

through a large and deep waterbody, something that it is not well suited to simulating. The 

application of a 5mm threshold of significance, as typically requested by NRW, should 

therefore be considered with some caution.  

Increases in flood depths are almost entirely limited to the designated flood 

storage/conveyance areas within the site or to the Dock. The increases in flood depths 

within the site are recognised to be a result of the profiling of the site to better manage flood 

risk.  
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Within the dock the model reports slight changes in water levels, ranging from an 

improbable 30mm reduction closest to the outfalls under Harbourside Way to increases 

elsewhere of less than 15mm.  

The increases in flood depth are entirely contained to within the dock with the exception of 

the 'water compatible' boat launch facility of Jet Ski World Port Talbot Ltd. Grass areas 

closest to the dock, used to launch jet skis, are predicted to experience increases in flood 

depths of about 12mm, within an areas predicted to flood up to 150mm. Flooding is not 

predicted to extend to any buildings or infrastructure.  

In practice, water levels in Port Talbot dock are carefully monitored and controlled by ABP. 

ABP have multiple water levels sensors around the dock and on the Afon dock feeder 

channel and multiple control structures for water level management, including penstocks at 

Green Park Weir and lock gates. These systems allow ABP to manage and maintain water 

levels in the dock under all conditions, although these structures and systems are not fully 

represented in the hydraulic model. Consequently, the risks of the development increasing 

flood risk elsewhere are negligible.   

 

Figure 5-7 Flood depth comparison 1% AEP plus climate change event  

5.4 Access and Egress 

During the TAN15 design events, access to dry land will be restricted across much of Port 

Talbot due to the scale of flooding. However, specifically for the site, the main site access 



 

KVR-JBAU-XX-XX-RP-Z-0001-S3-P01-SWITCH FCA, Port Talbot  29 

off Oakwood Road will be inaccessible during a flood event as the access is bisected by the 

flood mitigation strategy with significant flood depths across this access. Consequently, the 

site has been designed to provide an alternative access to the west via Harbourside Road 

and arterial roads north to the M4. This route is predicted to remain flood free in all design 

events as shown in Figure 5-8. Any flooding shown along the route is related to flooding 

under the raised flyovers.  

It is recommended that the building managers sign up for flood warnings and prepare and 

implement an appropriate emergency plan to ensure that staff and visitors know how to 

react in the event of flooding.  

 

Figure 5-8 Proposed Evacuation Route  

5.5 Flood Mitigation Measures 

The following mitigation measures are recommended to ensure the safety of the site’s 

occupiers and users, in the event of an extreme flood.  

The measures that have been included within the post-development modelling should be 

implemented so that the modelled results can be achieved. These are referenced in section 

5.3.2 above. 

Additionally, the following measures are advised to enhance the site's resilience to flooding;  
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• Site management should sign up for the NRW flood warning service. The proposed 

development site is located entirely within the ‘River Afan at Port Talbot' flood 

warning area and the ‘Swansea Bay and Gower Coast' and the 'Rivers Afan and 

Kenfig' flood alert area.  

• A Flood Response Plan should be developed and adopted so that occupiers and 

users are aware of the flood risk and know what action to take in the event of 

receiving a flood warning. At a minimum, the flood emergency plan should cover 

adequate flood warning, evacuation, and access/egress routes in the event of 

flooding for the lifetime of the development. NRW guide the production of flood 

emergency plans4. This guidance should be used to inform flood response 

procedures at the site.  

• Where practical the building should be made flood-resilient by design. Such 

measures might include hard floors, raised electrics and placing key/high-value 

equipment above the predicted extreme flood level (i.e. ~300mm off the floor).  

 

  

 

4 Natural Resources Wales, How to prepare your home business or farm for a flood, retrieved from: 

https://naturalresources.wales/flooding/preparing-your-home-business-or-farm-for-a-flood/?lang=en   
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6 Assessment of Acceptability Criteria 

TAN-15 states that for Less vulnerable development to be considered within Zone C1, the 

site must meet both the Justification Test and the Acceptability Criteria. The Section 3.7 

details the assessment of the proposed development site against each criterion of the 

Justification Test. Our assessment of the Acceptability Criteria, as set out in TAN-15, is 

summarised Table 6-1 below. These criteria must be satisfied for the proposed 

development to comply with all aspects of TAN-15. 

Table 6-1 Assessment of Acceptability Criteria 

TAN 15 Acceptability 
Criteria  

Comments  Achieved  

The developer is 
required to demonstrate 
that the site is designed 
to be flood-free for the 
lifetime [Ref: TAN-15 
A1.5] of development for 
a 1 in 100 (1%) chance 
(fluvial) and 1 in 200 
(0.5%) chance (tidal) 
flood event including an 
allowance for climate 
change in accordance 
with TAN-15 table A1.14. 

The proposed SWITCH building is 
predicted to be flood-free in the 
post-development 1% AEP plus 
climate change flood event. 
Further, ancillary areas, including 
car parking and estate roads, are 
predicted to flood but remain below 
the 300mm recommended 
threshold for such areas. Flooding 
above 300mm is confined to areas 
designated for flood 
storage/conveyance.  

 

Yes, in line with 

NRW ancillary 

areas guidance.  

The development should 
be designed so that in an 
extreme (1 in 1000 
chance) event there 
would be less than 
600mm of water on 
access roads and within 
the building.  

During the 0.1% AEP event, 
flooding is predicted not to exceed 
600mm within the building or 
ancillary areas.  Flooding above 
600mm is confined to areas 
designated for flood 
storage/conveyance. 

Yes 

No flooding elsewhere. Detailed hydraulic modelling has 
shown that the proposed 
development will not increase flood 
risk elsewhere, as detailed in 
Section 5.3.5.  

Yes 

Flood defences must be 
shown by the developer 
to be structurally 
adequate, particularly 
under extreme 
overtopping conditions 
(i.e. that flood with a 1 in 
1000 chance of occurring 

The flood defences in Port Talbot 
are owned and maintained by 
NRW and are regularly inspected. 

Yes 
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TAN 15 Acceptability 
Criteria  

Comments  Achieved  

in any given year).  

The developer must 
ensure that future 
occupiers of 
development are aware 
of the flooding risks and 
consequences 

Site management should sign up to 
the NRW Flood Warning Service to 
provide adequate warning of 
flooding. A Flood Response Plan 
should be developed and adopted 
so that occupiers and users are 
aware of the flood risk and know 
what action to take in the event of 
receiving a flood warning. At a 
minimum, the flood emergency 
plan should cover adequate flood 
warning, evacuation, and 
access/egress routes in the event 
of flooding for the lifetime of the 
development 

Yes 

Effective flood warnings 
are provided at the site  

 

The site is located within NRW’s 
‘River Afan at Port Talbot’ flood 
warning area as well as the 
‘Swansea Bay and Gower Coast’ 
and the 'Rivers Afan and Kenfig' 
flood alert area.  

Yes 

Escape/evacuation 
routes are shown by the 
developer to be 
operational under all 
conditions. 

Secondary site access shall be 
available via Harbourside Road, 
providing a flood free route to the 
M4.  

Yes 

The development is 
designed by the 
developer to allow the 
rapid movement of 
goods/possessions to 
areas away from flood 
waters.  

It has been recommended that 
resilience measures including the 
production of a flood management 
plan should be undertaken. An 
effective plan and dry access route 
will facilitate rapid movement of 
goods/possessions away from the 
site or to higher levels within the 
building. 

Yes 

Development is designed 
to minimise structural 
damage during a flooding 
event and is floodproofed 
to enable it to be 
returned to its prime use 
quickly after the flood. 

The proposed development would 
be unlikely to experience any 
structural damage during a flood 
event due to the shallow (<300mm) 
depths of flooding within the 
building.  

Yes 
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7 Conclusion and Recommendations 

• JBA Consulting (JBA) was commissioned by Morgan Sindall Construction and 

Infrastructure Ltd to undertake a Flood Consequence Assessment (FCA) to support 

a planning application for the redevelopment of a brownfield site into a Research, 

Development, and Innovation (RD&I) facility for the decarbonisation of the Steel & 

other foundation industries. The South Wales Industrial Transition from Carbon Hub 

(SWITCH) is a collaborative innovation centre working with academia and industry 

partners to develop and deploy new technologies, products, and processes to move 

towards a net zero carbon future.  

• The 1.88 hectares brownfield site is currently vacant. Preparatory works for the site, 

including flood mitigation measures, were completed in 2022 under a previous 

planning consent (P2022/0823).  

• The site is located in proximity to two NRW main rivers. The River Afan is located 

380m to the northwest of the site and Ffrwd Wyllt is 850m to the east 

• The proposal is classed as a Less Vulnerable Development by TAN-15.  

• The site is located within Zone C1, as categorised by NRW’s Development Advice 

Maps. Zone C1 is described as areas of the floodplain which are developed and 

served by significant infrastructure, including flood defences.  

• The site is located within Flood Zone 3 of the FMfP for flood risk from River.  

• The site was shown to be at risk of flooding during the extremely unlikely event of 

reservoir failure.  

• The site is at little or no risk of flooding from the sea, groundwater, or sewer 

flooding. 

• The proposals have been developed with care to include measures to manage and 

mitigate the risks of flooding. These measures include raising Finished Floor Levels 

(FFL) to 7.9mAOD, rising site levels to 7.5- 7.7mAOD, lowering areas along the 

southern and southeastern boundary to a maximum level of 6.8mAOD, and 

increasing the number of flood relief culverts under Harbourside Way from 3no. to 

6no.  

• Detailed hydraulic modelling has been used to assess the risk of fluvial flooding to 

the site. This demonstrates that the proposed building will be flood-free in the post-

development 1% AEP plus climate change fluvial event. Ancillary car parking areas 

and internal roads are predicted to flood to depths of less than 0.3m. Such flooding 

is unavoidable without causing an increase in flood risk elsewhere. As such, in line 

with NRW guidance for ancillary areas, the proposals satisfy the requirements of 

A1.14 of TAN15.  
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• During the post-development 0.1% AEP event the building is predicted to flood to a 

maximum flood depth of 210mm. Ancillary areas flood risk depths no greater than 

600mm. Flooding greater than this is only predicted in areas of designated flood 

storage and conveyance. As such, the proposals comply with the requirements of 

A.15 of TAN15.  

• It is recommended that the building management sign up NRW's Flood Warning 

Service and that a Flood Response Plan is prepared to ensure that future occupiers 

of the site are aware of the flood risk and recommended flood risk management 

actions.  

• In conclusion, we find that with appropriate design and flood mitigation measures 

the site satisfies all the requirements of the Justification Test and Acceptability 

Criteria in compliance with the aims and objectives of Planning Policy Wales and 

TAN-15. 
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Appendix A - Proposed Site Layout 
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Station Easting Northing Level
SW1      276674.325      189440.304        7.307
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SW4      276634.655      189483.858        7.754
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PROPOSED NEW FOUL
CONNECTION TO EXISTING

COMBINED PUBLIC SEWER -
SUBJECT TO S106 AGREEMENT

PROPOSED PRECAST
CONCRETE HEADWALL
WITH NON RETURN FLAP VALVE

UNRESTRICTED SURFACE WATER DISCHARGE TO
DOCKS SUBJECT TO AGREEMENT WITH APB

DISCHARGE RATES
100YR+40% - 95.90l/s

100YR - 67.50l/s
30YR - 49.90/s
2YR - 20.20l/s

SURFACE WATER DESIGN
DEPENDANT ON UNRESTRICTED DISCHARGE
INTO ABP DOCK SUBJECT TO AGREEMENT WITH APB

EXISTING ROAD SET TO NEW LEVELS
TO BE DRAINED AS PER THE EXISTING REGIME,
EXISTING POND TO BE RE-PROFILED TO
PROPOSED LEVELS AND OUTLETS FROM
EXISTING ROAD BEANIE BLOCK KERBS TO BE
REINSTALLED WITH EXISTING PIPED
CONNECTIONS EXTENDED TO SUIT THE
MODIFIED POND.

EXISTING COMBINED PUBLIC SEWER
TO BE SURVEYED

PROPOSED SVP POP UPS
TO BE CONFIRMED

EXISTING WATER MAIN TO
BE EXPOSED AT POINT OF

PROPOSED SEWER CROSSING
AND LEVELS PROVIDED TO ENGINEER

PROPOSED WETLAND RECEIVING FLOWS FROM
HARD STANDING AREAS OVERLAND AND VIA ACO DOWNPIPE

SOCKETS AND ACO CHANNELS VIA ACO OUTLETS

DIVERTED SURFACE WATER
SEWER TO CONNECT INTO EXISTING
ATTENUATION UPSTREAM OF PUMP STATION

PROPOSED WETLAND RECEIVING FLOWS FROM
HARD STANDING AREAS OVERLAND AND VIA ACO DOWNPIPE

SOCKETS AND ACO CHANNELS VIA ACO OUTLETS

PROPOSED SWALE AND WETLANDS
ACCEPTING OVERLAND FLOWS
FROM ADJACENT CAR PARK THROUGH
HIT AND MISS KERBS

SWALE 1
CL:7.600
IL:7.200
TWLs
100YR+40 - 7.391 +191mm
100YR - 7.349 +149mm
30YR - 7.326 +126mm
2YR - 7.275 +75mm

WETLAND 1
CL:7.550
IL:7.050

TWLs
100YR+40- 7.150

100YR- 7.126
30YR- 7.113
2YR- 7.093

WETLAND 2
CL:7.50
IL:7.10
TWLs
100YR+40- 7.188
100YR- 7.168
30YR- 7.157
2YR- 7.136

WETLAND 3
CL:7.600
IL:6.870

TWLs
100YR+40- 6.952

100YR- 6.933
30YR- 6.924
2YR- 6.905

CONCRETE SLAB PROTECTION TO
PIPEWORK DUE TO SHALLOW DEPTH

PROPOSED SURFACE WATER
ROUTE TO BE FINALISED
FOLLOWING CULVERT DETAILED DESIGN

RAINGARDEN 1
CL:7.700
IL:7.390

SWALE 2
CL:7.550
IL:7.150
TWLs
100YR+40 - 7.363 +211mm
100YR - 7.317 +167mm
30YR - 7.293 +143mm
2YR - 7.239 +89mm
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S5

KEY

BIORETENTION/SWALES/ WETLANDS
PROPOSED SURFACE WATER SEWER AND
MANHOLE/INSPECTION CHAMBER

PROPOSED FOUL WATER SEWER

EXISTING DRAINAGE TO BE DIVERTED/REMOVED

EXISTING COMBINED WATER DCWW PUBLIC SEWER -
LEVELS TO BE SURVEYED AND REPORTED TO
ENGINEER

PROPOSED DIVERSION OF EXISTING HIGHWAY
SURFACE WATER SEWER AND MANHOLES

EXISTING  SURFACE WATER SEWER - TO BE
MAINTAINED

D03

SAB DRAINAGE NOTES:

1. DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT
PROJECT DRAWINGS.

2. THE SURFACE WATER DRAINAGE IS SUBJECT TO APPROVAL BY THE SAB.
3. THE SPECIFICATION IN ALL RESPECTS SHALL BE IN ACCORDANCE WITH

THE CURRENT SPECIFICATION AND CONSTRUCTION PUBLICATION IN
FORCE IN THE COUNTY AT THE TIME OF CONSTRUCTION.

4. ALL SWS PIPEWORK SIZING TO BE CONFIRMED
5. DRAINAGE TO ENGINEERED BATTERS AND GROUNDWATER RELIEF CUT

OFF DRAINAGE TO BE CONFIRMED BY GEOTECHNICAL ENGINEERS,
INCLUDING BUT NOT LIMITED TO ANY REQUIREMENT FOR FIN DRAINAGE
ON SLOPES AND ANTICIPATED GROUNDWATER FLOWS.

6. DRAINAGE REQUIREMENTS FOR RETAINING STRUCTURES TO BE
CONFIRMED BY STRUCTURAL ENGINEERS.

7. ALL LAND DRAINAGE TO BE 225mm PERFORATED PIPEWORK BE LAID AT
MIN FALL OF 1:200 WITH MIN 600mm COVER TO TOP OF PIPE FROM
PROPOSED GROUND LEVEL WITH 450 Ø PLASTIC CATCHPITS UNLESS
OTHERWISE SPECIFIED. TYPE 1 (TURF FINISHED) AND TYPE 2 (GRAVEL
FINISHED) TO BE USED IN ACCORDANCE WITH LANDSCAPE ARCHITECT'S
PREFERENCES.

8. THRESHOLD DRAINAGE TO ARCHITECT'S SPECIFICATION.
9. ALL DRAINAGE OUTFALLS AND CONNECTIONS TO EXISTING

FEATURES/SYSTEMS SHALL BE CHECKED & SURVEYED AND THE RESULTS
PASSED TO THE OVERSEEING AUTHORITY / CLIENT IN ADVANCE OF THE
START OF DRAINAGE WORKS

10. ALL LINEAR DRAIN OUTLETS TO BE Ø100mm AT MINIMUM FALL OF  1 in 150
TO MAXIMUM FALL OF 1 in 10 UNLESS STATED.

11. ALL PRIVATE FWS DRAINS TO BE Ø100mm PLASTIC PIPEWORK LAID AT A
MINIMUM SLOPE OF 1 in 40 UPSTREAM OF FIRST W.C. CONNECTION ON A
RUN. AFTER CONNECTION OF 1st W.C. TO BE LAID AT MINIMUM SLOPE OF 1
in 80 UNLESS STATED.

12. PIPEWORK TO HAVE BED AND SURROUND AS FOLLOWS:
· UNDERNEATH PRIVATE DRIVEWAYS, PARKING AREAS WITH

RESTRICTIONS TO PREVENT ACCESS BY VEHICLES IN EXCESS OF 7.5T
AND PATHWAYS ADJACENT TO VEHICLE ACCESS TO BE;

·· COVER TO TOP OF PIPE > 0.9m - TYPE S or TYPE T (PLASTIC)
·· COVER TO TOP OF PIPE < 0.9m - TYPE Z (CONCRETE SURROUND)

· UNDERNEATH DOMESTIC GARDENS AND PATHWAYS WITH NO
POSSIBILITY OF VEHICLE ACCESS TO BE;

·· COVER TO TOP OF PIPE > 0.35m - TYPE S or TYPE T (PLASTIC)
·· COVER TO TOP OF PIPE < 0.35m - TYPE Z (CONCRETE SURROUND).

PROPOSED CONCRETE HEADWALL WITH NON
RETURN FLAP VALVE

PROPOSED ACO OUTLET/INLET

PROPOSED LINEAR DRAINAGE CHANNEL

PROPOSED BEANIE BLOCK KERBING

PROPOSED PERMEABLE PAVING

REVISION

HYDROCK PROJECT NO.

STATUS

TITLE

PROJECT

CLIENT

STATUS DESCRIPTION

REVISIONS

P05

SCALE @ A1

1:500

Rev Date Description By Ckd App
P01 20/03/24 First Issue HS JH MA

P02 19/04/24 Updated drainage to suit to additional existing level
information and layout alteration JH JH MA

P03 27/06/24 Updated drainage to suit to additional existing level
information and layout alteration JH JH MA

P04 02/08/24 Updated to suit flood modelling levels JH JH MA

P05 15/11/24 Updated to suit flood modelling levels KG KG RB
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CONFIRMATION OF LAND OWNERSHIP TO
BE PROVIDED. LANDOWNERS TO BE

CONSULTED DURING DESIGN PROCESS

3 No. ADDITIONAL 1.8 x 1m FLOOD  ALLEVIATION CULVERTS SUBJECT TO
SITE VISIT TO CONFIRM EXISTING CULVERT DIMENSIONS, DETAILED

DESIGN AND APPROVAL FROM JBA AS DESIGN PROGRESSES.

3 No. EXISTING FLOOD
ALLEVIATION CULVERTS

ZONE CONTAINING EXISTING RISING MAIN TO BE
AVOIDED (SUBJECT TO ADDITIONAL SERVICES SURVEY).

ALLOWANCE FOR ADDITIONAL SERVICE DUCTING AND
DIVERSION WORKS TO BE PROVIDED IN THIS CORRIDOR

NEW CULVERT PARAPET WALL WITH
3-SIDED KEE CLAMP HANDRAIL TO MIMIC
EXISTING CULVERT INLET WALL TO THE

EAST. SUBJECT TO DETAILED DESIGN BY
HYDROCK STRUCTURAL ENGINEER

EARTHWORKS EXERCISE TO BE CARRIED OUT IN ORDER TO REPROFILE EXISTING GROUND TO
SUIT LOWER SPILLWAY LEVEL AT CIRCA 6.219 TO 6.00m AOD. EROSION PROTECTION MATTING

MATCHING THAT OF EXISTING SPILLWAY TO BE LAID THROUGHOUT EXTENT OF NEW SPILLWAY.
ADDITIONAL DRAINAGE CHANNEL SERVING SWITCH SITE OUTFALL TO BE CONSTRUCTED FROM

OUTFALL HEADWALL LEADING TO DOCK WALL. ADDITIONAL TOPOGRAPHICAL SURVEY TO BE
UNDERTAKEN IN THIS AREA TO DEDUCE EXTENT AND PROPOSED CUT VOLUME. SUBJECT TO

DETAILED DESIGN AND APPROVAL FROM JBA AS DESIGN PROGRESSES

WIDENED SPILLWAY TO TIE BACK INTO EXISTING SPILLWAY THUS
AVOIDING THE NEED TO ALTER/ EXTEND EXISTING DOCK WALL.

ABP TO PROVIDE APPROVAL OF PROPOSALS. CURRENTLY NO
ALLOWANCE FOR ANY WORKS TO EXISTING DOCK WALL SUCH

AS ALTERATION OR EXTENSION TO BE MADE

EXISTING SPILLWAY BOUNDARY FENCE LINE
AND ACCESS GATES TO BE ALTERED TO SUIT

NEW WIDENED SPILLWAY ARRANGEMENT

SUBSTANTIAL ENGINEERING CONSTRUCTION WORKS TO BE CARRIED
OUT WITHIN EXISTING HIGHWAY. NPT COUNCIL TO BE CONSULTED

REGARDING TRAFFIC MANAGEMENT RESTRICTIONS THAT COULD
AFFECT THE NEW CULVERT DESIGN. EXISTING HIGHWAY TO BE

REINSTATED TO ORIGINAL SPECIFICATION FOLLOWING  CULVERT
CONSTRUCTION. NPT TO PROVIDE AS-BUILT INFORMATION AND ANY
"LESSONS LEARNED" / ADVISE REGARDING SPECIFIC CONSTRAINTS

FROM PREVIOUS CULVERT CONSTRUCTION WORKS TO ASSIST
DESIGN AND CONSTRUCTION OF NEW CULVERTS AND TO CONFIRM

ANY RELEVANT APPROVALS REQUIRED (S278 / S11 ETC.)

ADDITIONAL TOPOGRAPHIC AND GPR
SURVEY INFORMATION TO BE

GATHERED IN EXISTING HIGHWAY

ALLOWANCE FOR GRATINGS
TO BE CONSTRUCTED AT
CULVERT OUTLETS. TBC

ALLOWANCE FOR GRATINGS
TO BE CONSTRUCTED AT

CULVERT INLETS. TBC

REINSTATEMENT OF EXISTING KERBS (INCLUDING KERB DRAINS)
TO COVER EXTENT OF NEW CULVERT EXCAVATION TO BE

PROVIDED DURING HIGHWAY REINSTATEMENT WORKS. KERB
TYPE/ PRODUCT/ MANUFACTURER TBC BY NPT COUNCIL

REINSTATEMENT OF EXISTING TIMBER
POST AND RAIL FENCE TO NEW
GROUND LEVELS FOLLOWING
CULVERT INSTALLATION WORKS

REINSTATEMENT OF EXISTING
STEEL PALISADE FENCE TO NEW
GROUND LEVELS FOLLOWING
CULVERT INSTALLATION WORKS

EXISTING GRASSCRETE LAYBY TO BE
REINSTATED AS PART OF HIGHWAY
REINSTATEMENT WORKS FOLLOWING
CULVERT INSTALLATION

PROPOSED SURFACE WATER DRAINAGE FROM
SWITCH SITE TO BE INCLUDED IN CULVERT
WORKS EXCAVATION. REVIEW OF DESIGN
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AND GPR SURVEY INFORMATION IS OBTAINED
TO CONFIRM DESIGN FEASIBILITY
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WITH NON RETURN FLAP VALVE

UNRESTRICTED SURFACE WATER DISCHARGE TO
DOCKS SUBJECT TO AGREEMENT WITH APB
DISCHARGE RATES
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100YR - 67.50l/s
30YR - 49.90/s
2YR - 20.20l/s

EXISTING COMBINED PUBLIC SEWER
TO BE SURVEYED

DIVERTED SURFACE WATER
SEWER TO CONNECT INTO EXISTING
ATTENUATION UPSTREAM OF PUMP STATION

CONCRETE SLAB
PROTECTION TO PIPEWORK

DUE TO SHALLOW DEPTH

PROPOSED SURFACE WATER
ROUTE TO BE FINALISED
FOLLOWING CULVERT DETAILED DESIGN

FOR FUTURE DESIGN REFERENCE
SPARE CAPACITY OF  375mm PIPE - 10l/s
OPTION OF 450mm PIPE TO PROVIDE
SPARE  CAPACITY OF - 58l/s
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GENERAL NOTES:

1. DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT
PROJECT DRAWINGS AND WITH THE HEALTH AND SAFETY INFORMATION
PROVIDED AND/OR WITHIN THE PRE-CONSTRUCTION INFORMATION.

2. USE OF THIS DRAWING DOES NOT ABSOLVE THE CLIENT FROM HIS
RESPONSIBILITIES UNDER THE HEALTH AND SAFETY: THE CONSTRUCTION
DESIGN AND MANAGEMENT REGULATIONS 2015. THE PRINCIPAL DESIGNER
IS REQUIRED TO CONTACT HYDROCK CONSULTANTS PRIOR TO
PERMITTING THIS DRAWING TO BE USED IN CONNECTION WITH ANY
CONSTRUCTION WORKS.

3. BEFORE COMMENCEMENT OF ANY WORKS ASSOCIATED WITH THE
DRAWING REFER TO ALL RELEVANT HEALTH AND SAFETY INFORMATION
FOR THE WORKS INCLUDING RESIDUAL RISK INFORMATION.

4. THE CONTRACTOR SHOULD COMPLY WITH HS(G) 47 "AVOIDING DANGER
FROM UNDERGROUND SERVICES" WHEN PLANNING, LOCATING AND
EXCAVATING AROUND EXISTING SERVICES. IT IS KNOWN THAT EXISTING
UTILITY COMPANY UNDERGROUND SERVICES AND APPARATUS ARE
PRESENT WITHIN THE PROPOSED WORKS AREA AND IT IS THE
CONTRACTORS RESPONSIBILITY TO LOCATE EXISTING SERVICES ON SITE
ACCURATELY.

5. INFORMATION REGARDING THE LOCATION AND DEPTH OF EXISTING
SERVICES CANNOT BE GUARANTEED BY THE STATUTORY UNDERTAKER.

6. THE CONTRACTOR SHALL CONDUCT THE WORKS WITH DUE REGARD FOR
THE ECOLOGICAL AND ENVIRONMENTAL REQUIREMENTS OF THE SCHEME.

7. THE DRAWING SHALL BE USED FOR THE INTENDED PURPOSE ONLY AND
THIS DRAWING HAS BEEN BASED ON INFORMATION PROVIDED BY OTHER
PARTIES AND HYDROCK DO NOT WARRANT THE ACCURACY OF THIS
INFORMATION. DIMENSIONS SHALL NOT BE SCALED FROM THE DRAWING
AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL
DIMENSIONS AND LEVELS ON SITE FOR THE ACTUAL SETTING OUT OF THE
WORKS. DIMENSIONS MARKED 'DIMENSIONS TO BE SITE CHECKED' ARE
SUBJECT TO CONFIRMATION BY THE CONTRACTOR BEFORE THE WORKS
COMMENCE

8. HYDROCK IS NOT RESPONSIBLE FOR CHECKING DIMENSIONS ON SITE.
9. HYDROCK IS NOT RESPONSIBLE FOR SETTING OUT GRID LINES, BUILDING

LINE ETC
10. HYDROCK IS NOT RESPONSIBLE FOR DIMENSIONS USED IN THE ORDERING

AND MANUFACTURING OF EQUIPMENT AND THIS SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

11. ALL FIGURED LEVELS ARE IN METRES AND RELATED TO EXISTING SURVEY
GRID & DATUM UNLESS NOTED OTHERWISE

12. ALL FIGURED DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.
13. TEMPORARY WORKS DESIGN ASSOCIATED WITH THE CONSTRUCTION OF

THE WORKS SHALL BE RESPONSIBILITY OF THE CONTRACTOR.
14. THE CONTRACTOR SHALL MAINTAIN FREE AND OPEN ACCESS TO PUBLIC

HIGHWAY AND ADJACENT LANDS AT ALL TIMES DURING THE COURSE OF
THE WORKS UNLESS OTHERWISE AGREED IN WRITING WITH THE
INTERESTED PARTIES.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIGN OF ALL
TRAFFIC MANAGEMENT PROPOSALS & PHASING. SUCH DETAILS SHALL BE
SUBMITTED TO THE LOCAL HIGHWAY AUTHORITY FOR APPROVAL PRIOR
TO THE START OF THE WORKS. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ALL ASSOCIATED COSTS AND ORDERS.

16. CONFLICTING INFORMATION SHOWN ON THE ENGINEER'S DRAWINGS OR
DISCREPANCIES BETWEEN THE INFORMATION GIVEN BY THE ENGINEER
AND THAT PROVIDED BY OTHERS MUST BE REFERRED TO THE ENGINEER
BEFORE THE WORKS COMMENCE.
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ACCURATELY.
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13. TEMPORARY WORKS DESIGN ASSOCIATED WITH THE CONSTRUCTION OF

THE WORKS SHALL BE RESPONSIBILITY OF THE CONTRACTOR.
14. THE CONTRACTOR SHALL MAINTAIN FREE AND OPEN ACCESS TO PUBLIC
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THE WORKS UNLESS OTHERWISE AGREED IN WRITING WITH THE
INTERESTED PARTIES.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIGN OF ALL
TRAFFIC MANAGEMENT PROPOSALS & PHASING. SUCH DETAILS SHALL BE
SUBMITTED TO THE LOCAL HIGHWAY AUTHORITY FOR APPROVAL PRIOR
TO THE START OF THE WORKS. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ALL ASSOCIATED COSTS AND ORDERS.

16. CONFLICTING INFORMATION SHOWN ON THE ENGINEER'S DRAWINGS OR
DISCREPANCIES BETWEEN THE INFORMATION GIVEN BY THE ENGINEER
AND THAT PROVIDED BY OTHERS MUST BE REFERRED TO THE ENGINEER
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