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Wall to be constructed of reclaimed stonework from
existing site walls, laid in 'random coursing' bond
(fixed to reinforced concrete core); bond, mortar

colour and joint refer to approved materials schedule.

Min 900 / 1200

40mm mortar fillet
21N/mm? concrete footing

14N/mm? concrete fill down to approved formation
max. applied pressure 35kN/m?
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Reclaimed Stonework Screen Wall Section

900mm Stone Screen Wall

NOTES

On Site Plan, Boundary
treatment denoted:

Movement Provision

Provide open 10mm joints at approximately every 6m
centres and fill void with 'flexcell' or similar approved
material, as provision for movement in stonework.

Mortar Mix
1:1:6 above ground level
1:1 or 4:3 below ground

All foundations shown are indicative only - refer to
engineers layouts for details. Ensure posts are
securely fixed in ground.

Reclaimed Stonework Screen Wall Elevation
900mm Stone Screen Wall

|This line should measure 70mm when printed correctly

This drawing is the copyright of Roberts Limbrick Ltd and
should not be reproduced in whole or in part or used in any
manner whatsoever without their written permission.

Responsibility is not accepted for errors made by others in
scaling from this drawing. Use only figured dimensions and
report any discrepancies or omissions to the Architect
immediately.
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