
REINFORCED CONCRETE
CHUTE INTO STILLING
BASIN. CURVATURE
REQUIRED TO MINIMISE
NEGATIVE PRESSURE.

REINFORCED CONCRETE
UPSTANDS REQUIRED TO
SUPPORT FOUNDATIONS

OF RIVER BANK RETAINING
WALLS.

REINFORCED CONCRETE
STILLING BASIN APRON.

REINFORCED
CONCRETE UPSTAND
TO CONTAIN
HYDRAULIC JUMP ON
STILLING BASIN APRON.
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12.69 SLAB SIDES TO CONFORM TO EXISTING RIVER BANK RETAINING WALLS
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WALL BASE TO BE CAST
BEFORE MAIN STRUCTURAL
SLAB - SEE SECTION B & C
AND DETAILS
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REINFORCED CONCRETE LANDING CONTINUES
WITH FULL STRENGTH CONNECTION JOINT INTO

WEIR BASE.

REINFORCED CONCRETE CHUTE INTO
STILLING BASIN. CURVATURE REQUIRED TO

MINIMISE NEGATIVE PRESURE.
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REINFORCED CONCRETE UPSTANDS
REQUIRED TO SUPPORT FOUNDATIONS OF

RIVER BANK RETAINING WALLS.

REINFORCED CONCRETE STILLING
BASIN APRON.

0.76

0.20

1.54

0.
30

0.
30

0.
30

1.40 1.41

0.60

0.60

0.60

0.
30

0.
57

0.50 VARIES

0.
25

0.
30

2°

0.67

2.86

3.16

5.34

R
5.00

R
15.00

0.
8°

11
.8

°

7.70

STONE SETTS TO BE SET ON A MORTAR BED OVER THE MASS
CONCRETE HAUNCHING AND BENCHED REINFORCED
CONCRETE. SETTS TO BE TIGHTLY PLACED WITH DRY JOINTS
WHICH ARE TO BE FLOODED WITH GROUT BRUSHED IN ONCE
SETTS ARE IN PLACE. REFER TO DWG 1009

STIFF MIX MASS CONCRETE TO BE HAUNCHED INTO THE STEPS.
LOCATION OF STEP CRESTS TO ACT AS GUIDE FOR FORMATION
OF WEIR PROFILE.

REINFORCED CONCRETE STEPS TO PROVIDE RESISTANCE
AGAINST UP TO 3m SOFT SPOTS AND DIFFERENTIAL
SETTLEMENT OF WEIR. STEP CRESTS TO AID IN FORMATION OF
WEIR PROFILE.
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GENERAL NOTES

1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.
2. ALL LEVELS ARE IN METRES RELATIVE TO ORDNANCE DATUM NEWLYN (OD)

UNLESS NOTED OTHERWISE.
3. ALL COORDINATES ARE IN METRES RELATIVE TO ORDNANCE SURVEY

NATIONAL GRID.
4. DO NOT SCALE FROM THIS DRAWING. ALL DIMENSIONS MUST BE

CHECKED/VERIFIED ON SITE.
5. ANY DISCREPANCIES NOTED ON SITE ARE TO BE REPORTED TO THE

SUPERVISOR IMMEDIATELY.
6. THE ELECTRONIC VERSION OF THIS DRAWING IS NOT TO BE USED FOR

SETTING OUT.
7. REFER TO CONTRACT SPECIFICATION FOR DETAILS OF MATERIALS AND

WORKMANSHIP TO BE USED FOR THE WORKS SHOWN ON THIS DRAWING.
8. HAZARDS TO BE CLEARLY DEFINED AND DISPLAYED AT DESIGN STAGE.

UTILITY SERVICES INVESTIGATION GAUGE TO PAS 128

TYPE C: DESK STUDY AND SITE RECONNAISSANCE

TYPE D: DESK STUDY

TYPE A: DESK STUDY WITH SITE RECON, UTILITY DETECTION SURVEY &
               TRIAL HOLES

THE POSITION OF ANY EXISTING PUBLIC OR PRIVATE SEWERS, UTILITY SERVICES, PLANT OR
APPARATUS SHOWN ON THIS DRAWING HAS BEEN OBTAINED FROM STATUTORY RECORDS.  THE
INFORMATION SHOWN IS BELIEVED TO BE CORRECT BUT NO WARRANTY TO THIS IS EXPRESSED
OR IMPLIED.  OTHER SUCH PLANT OR APPARATUS MAY ALSO BE PRESENT BUT NOT SHOWN.
INVESTIGATIONS SHOULD BE UNDERTAKEN ON SITE CONFIRMING LOCATIONS BEFORE BREAKING
GROUND.

TYPE B: DESK STUDY WITH SITE RECON AND UTILITY DETECTION SURVEY

TYPE D TYPE C TYPE B TYPE A
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