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GENERAL NOTES
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UNLESS NOTED OTHERWISE.

3. ALL COORDINATES ARE IN METRES RELATIVE TO ORDNANCE SURVEY
NATIONAL GRID.
4. DO NOT SCALE FROM THIS DRAWING. ALL DIMENSIONS MUST BE

CHECKED/VERIFIED ON SITE.

5. ANY DISCREPANCIES NOTED ON SITE ARE TO BE REPORTED TO THE

SUPERVISOR IMMEDIATELY.

6. THE ELECTRONIC VERSION OF THIS DRAWING IS NOT TO BE USED FOR
SETTING OUT.

7. REFER TO CONTRACT SPECIFICATION FOR DETAILS OF MATERIALS AND
WORKMANSHIP TO BE USED FOR THE WORKS SHOWN ON THIS DRAWING.

8. HAZARDS TO BE CLEARLY DEFINED AND DISPLAYED AT DESIGN STAGE.
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ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.
2. ALL LEVELS ARE IN METRES RELATIVE TO ORDNANCE DATUM NEWLYN (OD)

N
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GROUND.

THE POSITION OF ANY EXISTING PUBLIC OR PRIVATE SEWERS, UTILITY SERVICES, PLANT OR
APPARATUS SHOWN ON THIS DRAWING HAS BEEN OBTAINED FROM STATUTORY RECORDS. THE
INFORMATION SHOWN IS BELIEVED TO BE CORRECT BUT NO WARRANTY TO THIS IS EXPRESSED
OR IMPLIED. OTHER SUCH PLANT OR APPARATUS MAY ALSO BE PRESENT BUT NOT SHOWN.
INVESTIGATIONS SHOULD BE UNDERTAKEN ON SITE CONFIRMING LOCATIONS BEFORE BREAKING
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