
Kitchen / Dining Room

boiler

min 600

1000
12

10

83
8m

m
 d

oo
r

form new window opening
window to be suitable for use
as means of escape.  Bottom
of the openable area
should be not more than
1100mm above floor level

Drive

block up window remove patio door and
partly block up to form
new single internal door
opening

new 100mm PVC foul water
drain taken to existing Welsh
Water foul water drain at
front of property (connection
by Welsh Water approved
contractor)

Shower Area
Provide a 1200mm x 1200mm wet floor shower
area in position indicated.
Screed to be laid to suitable falls into gully or install
wet floor former.  Shower trap/gully with 75mm
water trap and removable top for cleaning. Shower
area and remainder of floor to have Polyflor
Polysafe Quattro safety flooring laid in accordance
with the manufacturers recommendations. Vinyl to
be extended up the walls in the shower room
100mm with coving former to wall / floor junction
and vinyl finished with plastic capping strip.

Wash Hand Basin
Supply and fit vitreous china WHB 560 x 430mm,
bottle trap, chromium plated lever handle taps, pair
wall hanging brackets, height to rim 800mm.

Shower Curtain
Supply and fix rail & half height curtain including
weights and rings

Shower Unit (Type A)
Supply and fix a 8.4kw thermostatically controlled
shower unit with antiscald capabilities. such a unit
should include for :
a) 15mm chrome plated water supply pipes
within the shower area.
b) Shower spray with 2.0m long flexible hose on
sliding bar adjustable from 1500mm to 2000mm
above shower tray.
c) Seasonal changes in the temperature of the
incoming cold water supply to the unit.
d) Any variations in the mains electrical voltage
supply.
e) Any variations in the pressure of the water
supply.
f) The control of the set temperature to + or - 1deg
g) The height of the controls above base to be
within easy reach when sitting or standing and
easily operated by client/carer

Shower Doors
Provide and fix 900mm high shower doors to suit
shower area, doors to have rising butt hinges.

Disabled Facilities

WC
Supply and fit standard close coupled white
vitreous china suite comprising  pedestal and P
trap, plastic seat and cover, 6 litre cistern and
cover, inlet valve with internal overflow and flush
valve.  Standard 400mm high.

new concrete path level with
FFL

UIC

path sloped down onto drive
to provide wheelchair access

150mm surface water drain

(approx 1800mm deep)

form new concrete steps
300mm treads and max
150mm risers

838mm door

AC
O

 c
ha

nn
el

lo
w

 le
ve

l t
hr

es
ho

ld

3500

1200

44
00

15
00

H Track ceiling hoist to be
designed & installed in
Bedroom by specialist
(Bedroom lighting to be spot
lights)
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Shower Room & Bedroom Extension
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THIS IS A C.A.D. PRODUCED DRAWING AND SHOULD NOT BE AMENDED BY HAND.
1   All dimensions in millimetres unless otherwise stated.
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