_~ DCWW CSO chamber
covers shown indicatively

" Blockwork wall return to meet existing ATS external
wall. 10mm vertical joint sealed at surface both
sides with 15mm polysulphide sealant.

~ Proposed low-rise blockwork wall, 300mm from edge of
existing concrete service yard. To permit surface water
run-off via @100 drainage holes at approx. 4.0m
intervals (every 10th block). Refer to detail.

- New blockwork wall to extend to brick wall at
edge of plot at boundary with public highway.
10mm vertical joint sealed at surface both sides
with 15mm polysulphide sealant.
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__ Existing chain link fence at site
boundary shown indicatively.
Concrete/masonry revetment beyond.
Y
7.5m approx. to river |
= 215 thick blockwork wall A~
| 3.0m approx. " centred on concrete strip
7.15 typ. 7 20mm single sized stone - Where required, barriers to be installed
~ 450 wide x 300 deep concrete as per ATS standard detail STD 2,
-~ 7 strip footing cast in-situ p reproduced below for ease of reference
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TYPICAL SECTION THROUGH WALL AND BANK
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900mm spaces between each hoop. 4 ) A
Hoops to be positioned centrally about car parking bays,
otherwise set at equal distances over the boundary length. 8
See general arrangement drawing for detail. 00
Provide and fix o/a 1500mm wide by min 1400mm deep, with
800mm above ground level, by 125mm dia RHS tube barriers
with radius bends. ‘
All to be primed and painted with 1 undercoat and 2 gloss coats
green RAL 6029. . 4 o
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To set barriers in ground drill 225mm core hole and fill with concrete _
before setting barrier in position. Minimum barrier depth to be 600mm. " . : 3
Make good surface area to match existing finishes. . p 4 1

IF YOU HAVE A QUERY CALL US
SCALING FROM THIS DRAWING OR OBTAINING DIMENSIONS ELECTRONICALLY MAY

NOT PROVIDE ACCURATE INFORMATION AND SHOULD BE AVOIDED. WORK ONLY
FROM FIGURED DIMENSIONS.

GENERAL NOTES

DRAWINGS AND SPECIFICATIONS: This drawing is to be read in
conjunction with all relevant Architects, Engineers and Specialists drawings
together with the specification.

CD M : SIGNIFICANT HAZARDS

THE FOLLOWING HEALTH AND SAFETY HAZARDS ARE IDENTIFIED BY THE DESIGNER
AS ABNORMAL IN PURSUANCE OF THE CURRENT CONSTRUCTION DESIGN AND
MANAGEMENT REGULATIONS.

RISKS DURING CONSTRUCTION:
o No abnormal risks have been identified relating to this design element.

OPERATION / MAINTENANCE RISKS:
o No abnormal risks have been identified relating to this design element.

RISKS DURING DEMOLITION / DECOMMISSIONING / DISMANTLING / ALTERATIONS:
o No abnormal risks have been identified relating to this design element.

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY COMPETENT &
ADEQUATELY RESOURCED CONTRACTOR(S) WORKING TO SAFE SYSTEMS OF WORK.
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