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PATIO AND PATHS - TO BE CONSTRUCTED
FROM PERMEABLE MATERIAL

SOAKAWAY - TO RECEIVE INFLOW FROM ROOF AND
LAND DRAIN BEHIND RETAINING WALL.

SUITABILITY AND SIZING OF SOAKAWAY TO BE
DETERMINED DEPENDING ON GROUND INFILTRATION

RATES AND CONFIRMATION OF GROUNDWATER TABLE.
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RAIN GARDEN WITH OVERFLOW TO SOAKAWAY
SUITABILITY AND SIZING OF RAIN GARDEN TO BE

DETERMINED DEPENDING ON GROUND
INFILTRATION RATES AND CONFIRMATION OF

GROUNDWATER TABLE

Consulting Engineers, Sandfields Business Centre, Aberavon SA12 7PQ  t: 01639 765625

NOTE: THE LIMITS, INCLUDING THE HEIGHT AND DEPTHS OF THE WORKS, SHOWN
IN THIS DRAWING ARE NOT TO BE TAKEN AS LIMITING THE OBLIGATIONS OF
THE CONTRACTOR UNDER CONTRACT

P1 FOR PLANNINGDRJL 26/08/25

REV. DRAWN CHKD RVWD DATE DESCRIPTION

DESIGNED BY: DATE:

CLIENT

CLIENT DRAWING No. REVISION

PROJECT

Percy Road

Drainage Statement

DRAWING TITLE

DRAWING SCALE: 1:200 SHEET SIZE: A1

DRAWING No.
2025-180-01

REVISION

P1

1. DRAWING NOT TO SCALE.
2. DRAWING TO BE READ IN CONJUNCTION WITH ALL

DRAWINGS RELATING TO 'PROPOSED SWELLING AT LAND
ADJACENT TO No.1 PERCY ROAD., CYNONVILLE, PORT
TALBOT, SA13 3HL.

3. SUITABILITY AND SIZING OF SOAKAWAY AND RAIN GARDEN
TO BE DETERMINED DEPENDING ON GROUND
INFILTRATION RATES AND CONFIRMATION OF
GROUNDWATER TABLE.

4. PLOT BOUNDARIES INDICATIVE ONLY.
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