
FALLING HEAD PERMEABILITY TEST RESULTS
Testing and assessment undertaken in accordance with BS EN ISO 22282-1/2

Project Name: Sandfields Young Business Centre Borehole depth 2.0 m

Project No. ESP.9222 Casing depth 1.5 m

Test Borehole: CP102 at 2.00m Casing diameter 0.87 m

Test Ref: N/A Intake factor,    F = 22.547 m

Date: 11/03/2025 ISO 22282-1:2012, Cylindrical L/D>10

Internal Cross Section , S = 0.5942 m2

Initial water level: 2 m

Time Water level Head H/Ho

(mins) (m bgl) (m)

0 1.85 0.15 1.00 0.0 - 0.1m

1 2.00 0.00 0.00 0.1m - 1.2m

1.2m - 2.0m

1.4m - 10.0m.

Drainage rate:

t1 1 mins H1 3.48 m

t2 40 mins H2 0.71 m

Permeability: 1.8E-05 m/s

Ground Conditions: 

Black TARMAC (MADE GROUND)

Dark grey mottled brown silty sandy GRAVEL with medium cobble content. (MADE GROUND).

Dark grey mottled brown sandy GRAVEL with medium cobble content. (MADE GROUND).

Light brown mottled brown fine SAND with occasional shell fragments. (BLOWN SAND).
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