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this drawing. All dimensions are to be checked
on site before any work is put in hand.
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Site Application Boundary

Vehicular Access

Pedestrian Access

Refuse Store Access

Building Access

Emergency Exit
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ETFE Roof Maintenance
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safety restraints.

REFUSE . ETFE systems require annual

t§ servicing (particularly the air-
handling unit) and a full clean
every 2-5 years, depending on

| environmental conditions.
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anchors and podium steps.
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Window Washing Strateqy

. All windows, and polycarbonate
roof including those within the
covered courtyard, will be
cleaned using a reach-and-wash
system.
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FJ . To facilitate internal high-level
maintenance activities, including:
light bulb replacement, services
maintenance

Fall restraint
. Anchor points to be strategically
distributed across the roof to
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BELOW the Landscape Architect’s
drawings.
. PV panel cleaning and
maintenance frequency to be
confirmed by the specialist.
Green roof above plant room to
- be maintained in accordance
with installer’s guidance, with
access provided via portable
step ladder.
Polycarbonate roof to plastering
building to be cleaned twice a
year.
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FORD ROAD

FLAT ROOF

BUS/ GOODS DROP OFF

Final Strategy to be confirmed in
consultation with the Principal Designer,
MEP Engineer, and Fire Consultant.
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Working at heights.
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Overhead cables
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Roots within Tree RPA must
be retained and protected.
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El. Sub Station in close
proximity. High Voltages.
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The risks noted should also be read in
conjunction with the Principle Designer

4" i VEHICLE EXIT ___' risk register.
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