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All steelwork below SSL to 
be encased in 100mm thk. 
RC28/35 concrete reinforced 
with D49 wrapping fabric.

New 150mm thk. RC 
slab. Finishes to 
Architect’s details

1350mm wide 
(excluding overhangs) 
RC foundation strip

Existing foundation 
strip shown indicatively
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All steelwork below SSL to 
be encased in 100mm thk. 
RC28/35 concrete reinforced 
with D49 wrapping fabric.

Existing foundation 
strip shown indicatively

New 150mm thk. RC 
slab. Finishes to 
Architect’s details

NOTES:

1. All dimensions are in millimetres. All levels are in metres.

2. This drawing is not to be scaled use figured dimensions only.

STEELWORK NOTES

1. All structural steelwork drawings are to be read in conjunction with 
Architects and M&E drawings and any discrepancies reported to the 
Engineer.

2. Steelwork fabricator to design and detail all connections. Loads will be 
provided by the Engineer.

3. Prior to any fabrication :
a. all calculations and details to be approved by the Engineer.
b. fabricator to produce a full set of detailed drawings for approval.

4. All connections to be capable of resisting the prying force requiredby BS 
EN 1993 (Eurocode 3)

5. Specification for all structural steelwork to be in accordance with the latest 
edition of the "National Structural Steelwork Specification the Building 
Construction" by BSCA.

6. Internal Painting Specification :
All hot rolled steel to be blast cleaned to SA2½ and coated with 25 
microns (DFT) Epoxy Zinc 
Phosphate pre-fabrication primer and 75 microns (DFT) High build Zinc 

Phosphate post−fabrication primer. All damaged steel to be made good to 
the Engineers satisfaction. Primer & Finishing colourto Architects 
specification.

7. Exposed Steelwork Painting Specification :
All structural steelwork to be hot dip galvanised to BS.EN.ISO. 1461:2009. 

8. Steelwork fabricator to be solely responsible for temporary work and the 
erection of structural steelwork.

9. Unless otherwise noted :
a. all hot rolled steel to be grade S355(5) to EN10025:2004.
b. all welds to be 8mm continuous fillet welds.
c. all bolts for hot rolled sections to be grade 8.8.

10. All wall restraining members and window trimmers to have slotted 
connections and countersunk bolt fixings.

11. All steelwork which is encased in blockwork and within the cavity to have 
two coats of R.I.W. bitumastic paint up to top of blockwork.

12. Proprietary fixings to be used between steelwork columns and masonry 
walls at 225mm vertical centres, where applicable incorporating neoprene 
washers.

13. All steelwork below S.S.L. to be encased in 100mm thick RC28/35 
concrete reinforced with D49 wrapping fabric.

14. Where boundary conditions apply fabricator to allow for design of 
steelwork connections accordingly.

15. For location of all roof and side mounted plant refer to the M&E 
drawings.

16. These notes are applicable to all structural steelwork drawings.

17. Extent and specification of fire protection to structural steelwork by 
others.  
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Detailed structural design subject to further exploratory works/intrusive 
investigations (following safe removal of asbestos), confirmation of proposed 
load path and existing structure.

Detailed scope of remedial works to existing structure (including crack 
stitching to masonry walls and repairs to first floor slab) to be finalised 
following further site investigations.
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P03 Steelwork updated AW 24/09/25 JR
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