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F.W. DRAINAGE DETAILS

AutoCAD SHX Text
150mm thick C20/25 concrete bed & haunch to gully.

AutoCAD SHX Text
Gully grating set 3-5mm below surface level.

AutoCAD SHX Text
150mm dia. outlet size.

AutoCAD SHX Text
Gully grating bedded on 20mm thickness of 25N/mm² compressive strength mortar.

AutoCAD SHX Text
Aco Universal Gully manufactured from recycled polypropylene.

AutoCAD SHX Text
Approved backfill material free from sharp stones and deleterious matter  to specification. (compacted in max 225mm layers).
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100 min.

AutoCAD SHX Text
Note: Granular material for bedding and sidefill to conform to BS.EN.12620:2013
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10mm, 14mm or 20mm nominal single size
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10mm or 14mm nominal single size
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GRANULAR MATERIAL SIZE
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10mm nominal single size
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PIPE BEDDING DETAILS
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150mm - 500mm
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150mm
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100mm
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PIPE DIAMETER

AutoCAD SHX Text
(Class B material) this zone to be lightly compacted by hand.

AutoCAD SHX Text
Granular material to specification for highway works clause 503.3(i).
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X + 300mm MIN

AutoCAD SHX Text
Approved backfill material free from sharp stones and deleterious matter  to specification. (compacted in max 225mm layers).
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100 min.
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Concrete to specification for highway works clause 503.3(iii).

AutoCAD SHX Text
X + 300mm MIN

AutoCAD SHX Text
Sewers with less than 1200mm cover in roads and car parks or 900mm elsewhere to be provided with 150mm concrete surround.  Refer to main drainage layout notes for associated information.

AutoCAD SHX Text
Backfill material to be laid in maximum 250mm layers depth and compacted.

AutoCAD SHX Text
Carriageway construction or topsoil and turf to be carefully reinstated to match existing.
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Flexible pipe joint.

AutoCAD SHX Text
12mm thk. compressible filler board or preformed joint filler for full thickness of concrete bed and surround.

AutoCAD SHX Text
D.o.T. Type 1 sub-base, 150mm min. thickness, or concrete surround.

AutoCAD SHX Text
Base unit to have all connections with soffit levels set no lower than that of the main pipe. 

AutoCAD SHX Text
Joints to be as close as possible to face of chamber to permit satisfactory joint and subsequent movement.

AutoCAD SHX Text
Invert of connecting pipe at least 50mm above that of the main pipe.

AutoCAD SHX Text
Joints between base and shaft and between shaft & components to have watertight seals.
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Granular bedding material.
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Polypropylene chambers and rings to BS.EN.13598-1 & 2. Minimum internal dimensions 450mm dia. or 450 X 450mm square.
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150mm thick conc. collar.
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Mortar haunching to manhole cover & frame.

AutoCAD SHX Text
Access opening restricted to 350mm dia. or 300 X 300mm square, if depth of chamber is greater than 1.0m.

AutoCAD SHX Text
Manhole cover to suit BS.EN 124 & BS.7903 Car-Park, footways & landscaping - Class B125.

AutoCAD SHX Text
Flexible seal.
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Temporarily cap shaft during construction.

AutoCAD SHX Text
Polypropylene chambers and rings to BS.EN.13598-1 & 2. Minimum internal dimensions 450mm dia. or 450 X 450mm square.
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150mm thick C20/25 concrete bed & haunch.
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Drainage channel with cover set 3mm below carriageway level.
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Isolation joint between slab and haunching.
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Note: Drainage channels to be installed in strict accordance with manufacturers requirements.
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150mm thick GEN1 conc. surround to access shaft & whole tank.

AutoCAD SHX Text
150mm thick RC25/30 concrete base slab with one layer of A252 mesh in top. Laid on well compacted layer of Type 1 granular material.
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Finished level
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Note: Base slab & surround indicative only, with tank to be installed to manufacturers recommendations.
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flow
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flow
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NOTES: All dimensions are in millimetres. All levels are in metres. This drawing is not to be scaled, use figured dimensions only.
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