Plot 07 & Section E-E

Refer to drg 060
12748
500 | 2421 3953 | 3953 2421 | 500
=t ~t ="
Z RWP RWP
ot = | @ s =
_l o §JL ‘ ‘ ‘ ‘ -svp H ' SVP-§-
| 500|—___—_ _____ ____I I_ ______________ —|50)‘ [
| | _ Plot 06 | | Plot 05 B - B
e|§| E L E = SSL (Lower Ground Floor) -|=5°° 5°°=|- SSL (Lower Ground Floor) L ) _A .
i | +90.350 | | +90.350 | |
L______—l ‘ | | ‘ r‘___TF_J ﬂ;90@5 '
Hatching indicates the __| 400 ! ! 400 ‘ | ‘
s — - — o | = =
concete below raw B
along this edge. S |_ — e e L _______ J S R‘op '
b 1 < @ ) ) ) " |
| % : i ‘ H‘ - ! = Tﬂ'FT ***** Tr—]
! . 1N T ) ) ) ; T — T — L R I Y - - 7
® ® = [ [ - _ | | ‘ | | - ]
{m . | - {o * &~ S S * _ | | |[Plot 04 1 1__} ! ' U {__T - ;
23 nsten | | sl5 g %\ N R %\ | | |[Refer to drg 040 IR R T A I T T T 11| TR SR A B |
| i am ? 7 | I L A = ————— = I I
| N | | | i I
| — 1 = 23 - =S : ] Plof 06 i Plof 05 IR
| o L] ] [Pl | . | [P R
| N o A | -+ N D : |, | SSL (Upper Ground Floor) | 7 1 SSL (Upper Ground Floor) 1 : S S
< | i w17 I {+92975 LU T [+92975 | .
| . | n | NN | . | I
| | i — 300 II 600 i 56 300 I ' : 300 56 : 6;0 II II 600 {17 150
| | | @ 3 L i L | |
) | ] ! a T B B 4l (R
] I ) ) ) ) ) ) ) R ) ) ) ) ) ) ) | - - — h— .
Lo T 1 H |1 7 .
§ R\X}P - R\;\//P E\W/P
A !
O (® 4 ® ONNGI O (® (10) ()
. .
m | aE |2t
Plot 5-6 - Lower Ground Floor Raff GA Plot 5-6 - Upper Ground Floor Raft GA
SCALE 1:50 SCALE 1:50
[ | || || | || ||
0 m 2m  3m  4im 5m 0 m 2m  3m  Lm 5m
(©) (B
I 2
=12
| 7
< g FFL=93.200 " FFL=93.200 1 )l
1T | i v é a % 2
= 2| t g‘ 7 1
N 7zl = = i 7 E - Z
Al ol = | ™ 0
% 7 = . % 2
7 21 = 600 7 AV
77 = - 4 z
7 2 1 Nz 27
% | il =7 A 7 )
% Z ;{7 = | 12 7 % Plot &
=0t
7 % = St N7 7
VA —] V/
% “ = T || IA Z,% FFL=91.325
Il Z 300 7 1%
I]E a0 e =y
2l 7 i 7 z Il
wli/= { . ZiK |
e . 2 FFL=90.575 Y | FFL=90.575 |2 7| . I
i S = v ) FFL=90575 %] v 7 | I 11 FrL=93.200
= % ‘ T ’ v x% ‘ i | % % 1. Aqr 4 v ’
R e R e 1551 L S A |E 2| R I |
- | S o T ! 1A Z ] B S s e
3 | | = , T 44‘«» 5 T 7T 7 A
oo L NAVAVAVAVAY.: VAVAVAVAN 1= e e ne vava = ) il e R A L.
N o ‘ B : - R S R J/é IO msacn
500 750 1000 : ¢ 4 o i M ¢ 600
1000 B 2373 B 2100 _

Section A-A

(Scale 1:25)

Section B-B

(Scale 1:25)

Section C-C

(Scale 1:25)

Section D-D

(Scale 1:25)

Notes :-

General:

1. Do nof scale from this drawing, use figured dimensions only.

2. All dimensions are in millimetres. all levels are in metres.

3. This drawing to be read in conjunction with the latest Architects,
Engineers & specialists drawings & specifications.

L. For all Civil Engineering drainage & infrastructure refer to PHG Civil
Engineering drawings.

5. Any soft spofs to be removed & replaced with lean mix concrete as
directed by the engineer.

6. All compaction to be carried out in accordance with the D.0.T
specification.

Foundations:

7. Foundations have been designed to accommodate 2/3 storey
dwellings consisting of Raft foundations, timber joist first floors
and timber trussed roof with filed finish. Blockwork inner leaf with
brickwork outer leaf has been allowed for.

8. Prior fo excavation care must be taken to locate & clearly mark all
existing services.

9. Prior to setting out of foundations all proposed setting ouf o be

co-ordinated with Architects drawings & details.

Where applicable, foundations to be faken down to invert level of

existing drainage.

1. Formations should never be left unprotected & continuously exposed
to rain causing degradation, or left exposed/uncovered overnight,
unless permitted by a qualified engineer.

10.

12. Construction plant & ofher vehicular fraffic should not be operated
on unprofected formations.

3. All work to be undertaken & materials supplied in accordance with
relevant British standards, codes of practice & building regulations.

14. Read fhis drawing in conjunction with the ground investigation report
& the structural specification.

5. The raft foundations have been designed to a bearing pressure of
50kN/m?. As recommended in the ground investigation report.

6. Formation level to be approved by the engineer/building control
inspector.

1. Services passing through the structure are to be isolated &
protected in accordance with the Service Engineer’s specification.

8. Where necessary, service ductwork & penetrations are to be sealed
against water ingress in accordance with the specialist
Sub-contractor's requirements.

Masonry:

19.  Refer to Archifects drawings for all masonry wall setting out.

20.  Below DPC blockwork to be minimum TN/mm?, with type (i) mortar to
BS:5628:Part 1. Above DPC blockwork to be minimum IN/mm?, mortar
should revert to type (i) mortar to BS:5628:Part 1.

Concrefe:

21.  Reinforced concrete foundations to be Grade (28735 (RC35).

22.  Blinding/Mass concrete to be Grade C8/10 (GEN 1).

23.  The position of construction joints & pouring sequence to the
engineers approval & agreed prior to construction.

24, Unless shown otherwise all surfaces to construction joints shall be

scabbled back without disturbing coarse aggregate particles.

Gas Protection:
The site requires Gas Level (S?

Note:

All gas membrane details to be
designed & approved by specialist.
All DPM/Gas barrier details to be
confirmed by Architect/Specialist.

Founding down to bearing strata min of 1m.
Unless agreed otherwise with engineer
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