BHPL Designers Responses to RSA Recommendations - 31.10.25

Comments made in order raised withing Audit. Key plan showing location of each
comment is given below (extract from Appendix 3 of the RSA).

Designers’ Response: 2.1.1 Soft landscaping has been designed to be low level
marshy grassland which is to be maintained in the future by NPTC; see extract from
Landscape Architects’ design proposals given below in confirmation.




Designers’ Response 2.2.1 - It has been agreed that the main contractor, Andrew Scott
Construction, will resurface this area as recommended. Works are programmed week
commencing 3 November 2025.



Designers’ Response 2.2.2 The road levels in this area have been raised slightly to
eliminate any ponding at the edge of the carriageway.

Designers’ Response 2.2.3 - It has been agreed that the main contractor, Andrew Scott
Construction Ltd., will resurface this area as recommended.

Designers’response 2.3.1 As per response to 2.1.1 - this area will be low level marshy
grassland to be maintained in the future by NPTC.



Designers Response 2.4.1 - see below for constructed forward visibility splays for
pedestrians and cyclists stopping at northern end of crossing point. DOT Local
Transport Note 1/20 gives recommendations on visibility splays, Section 5.8 “Visibility
Splays” and Table 5-5 gives forward lines for various speed limits. For 30mph the Y
dimension =31m and for 20mph = 17m. Arguably the new minor access road is 20mph
and therefore the minimum distance of 20.7m is deemed acceptable.






Designers’ Response 2.4.2 — Buff Blister paving will be installed as per data sheet
below, size 400x400mm.



Designers’ Response 2.5.1- Comments relating to this SLP have been passed on to
NPTCBC for review. NPTCBC Streetlighting Dept have confirmed they will assess the
lamppost and will replace as required.

06.11.25 - Client Response to enquiry (attached with Responses to RSA
Recommendations NPTCBC Streetlighting Dept have stated that the SLP is leaning
slightly but has no structuralissues, just that it has been installed slightly leaning.



