General Notes

1. All construction information should be taken from figured
dimensions only. Dimensions are in millimetres unless
otherwise stated.

2. All dimensions and conditions are to be checked on site prior
to preparing drawings or commencing any work.

3. Any variations or supplementary drawings are to be
approved by the Architect.

Key Notes
1. All details to be read in conjunction with the General
Arrangement drawings and all specifications.

PROPOSED MATERIAL KEY
P 1. External Wall Type 01: Treated Vertical Timber Cladding (Wide Format).
H2110A.

P 2. External Wall Type 02: Treated Vertical Timber Cladding (Narrow Format).
H21.10B.

P 3. External Wall Type 03: Vertical Timber Cladding (Wide Format). H21.10C.
P 4. External Wall Type 04: Vertical Timber Cladding (Narrow Format). H21.10D.
P 5. External Wall Type 05: Sinusoidal Metal System [Red]. H31.13.

P 6. External Wall Type 06: Sinusoidal Metal System [Black]. H31.12.
/ 1 / 2 / 3 / 4 / 5 / 6 / 7 P 7. Roof Type 01: Sinusoidal Metal Roofing System [Red]. H31.11.
\\ \\ \\ \\ \\ \\ P 8. Roof Type 02 : Sinusoidal Metal Roofing System [Black]. H31.10.

P 9. Rooflight: PPC Metal Unit. L10.45.
P 10. Window Type 01: PPC Timber / Aluminium Composite Window. L10.33.

P4 P19 P12 P7 P4 P11 P13 P11 P4 P2 P 11. Window Type 02 : Double Glazed PPC Aluminium Curtain Walling System
1821 2292 2550 1950 4500 2313 \ P 12. Window Type 03 : PPC Timber / Aluminium Composite Sliding Servery Window
— — — — — — — — B (RAL tbc). L10.33.

P 13. Door Type 01: PPC Aluminium Double Glazed PPC Door. L20.42.
P 14. Door Type 02 : Flush Panel Door (RAL tbc). L20.30.
P 15. Door Type 03 : Sliding Timber "Barn" Door. L20.32.
P 16. Door Type 04: Open Boarded Treated Timber Gate

P 17. Rainwater Goods Type 01: PPC Aluminium Flush Jointed Half Round Gutter
and Round Downpipe (RAL tbc)

P 18. Rainwater Goods Type 02: Galvanised Steel Flush Jointed Half Round Gutter
and Round Downpipe

P 19. Timber Servery Counter

_ - - — P 20. External Signage. N91.120.
P 21. Soft Landscaping to Landscape Architect's Planting Specification
P 22. Vertical Timber Security Screen
P 23. Integrated Photovoltaic Panels
o P 24. Stainless Steel Handbasin Trough
c'; \ i P 25. Dogwash drain and tap
N P 26. Timber Bench. Q50.32.
RT 02
CANOPY DATUM
- o
B 81800 v 2 - B -
~ DATUM f N o ] il il N
81550 | | |
||| ; , i ; EXT 03b
o i o : i
=3 | | |
FFL 5 I | ‘ , ‘
79150 < . ' U R
I o . o
o | | | | | x
‘ \ \ \ \ \ ‘
| | - sHoOP |
0 2.5 5.0M
02423.1 SOUTH WEST ELEVATION
SCALE 1:50 @ A1, 1:100 @ A3 ASL 20-06.2005
SERIES CONSTRUCTION
SUITABILITY A - CONSTRUCTION
RWP Hidden rain water pipe setting out location - orE
Timber cavity barrier to close cavity between P2 3171072024 Issued for Costing
======= cladding and substrate. To all edges of P3 21/05/2025 Issued for contract
cavities, including around openings.
C1 18/06/2025 Issued for construction

Tenmat FF102 intumescent ventilated fire
barrier. Cut between vertical battens.
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02423.2 KEY PLAN
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