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SOFFIT OF COAL AUTHORITY
Vl E W P O RT O 1 ADIT/CULVERT APPOX 29.4m AOD

SCALE 1200

PROJECT DRAWINGS
2. THIS PROJECT HAS BEEN DESIGNED TO COMPLY WITH SEWERS FOR
ADOPTION 7th EDITION STANDARDS.THE CONTRACTOR SHALL ENSURE
THAT AN UP TO DATE COPY OF SEWERS FOR ADOPTION 7th EDITION
TOGETHER WITH ALL ITS CURRENT DCWW ADDENDUM DOCUMENTS ARE
AVAILABLE ON SITE FOR COMPLIANCE.
3. WHEN SEWERS ARE LOCATED WITHIN A PUBLIC HIGHWAY, THE OUTSIDE
OF THE SEWER SHOULD BE IN THE VEHICLE CARRIAGEWAY (NOT
DCWW APODTABLE RISING MAIN FOOTPATH) AND BE AT LEAST 1m AWAY FROM THE KERBLINE. THE
ADOPTION EXTENTS STARTS OUTSIDE OF MANHOLE CONSTRUCTIONS SHOULD BE AT LEAST 0.5m AWAY
- FROM THE BOUNDARY OF THE FROM THE KERBLINE.
‘. ADOPTABLE HIGHWAY TO THE 4. THE DEVELOPER MUST SELF-VET AND CERTIFY THAT THE DESIGN
\ EXISTING SEWER CRITERIA, MATERIAL STANDARDS AND WORKMANSHIP SPECIFICATIONS
. FOR THE PROPOSED POTENTIALLY ADOPTABLE SEWERS ARE IN
% ACCORDANCE WITH THOSE SET OUT IN "SEWERS FOR ADOPTION - A
Y DESIGN AND CONSTRUCTION GUIDE FOR DEVELOPERS" 7th EDITION AND
% THE REQUIREMENTS OF THE STATUTORY UNDERTAKER DCWW AND
Y CONFIRM THE SAME IN WRITING TO THE ADOPTION AUTHORITY.
N, S 5. DEPTH AND LOCATION OF FOUL DRAINAGE CONNECTION POINT TO BE
. CONFIRMED ON SITE PRIOR TO COMMENCEMENT OF WORKS
A Y SOFFIT OF COAL AUTHORITY 6.  FOUL DRAINAGE OUTLETS FROM DWELLINGS TO BE CONFIRMED BY
L ) ADIT/CULVERT APPROX 30.6m AOD ARCHITECT PRIOR TO COMMENCEMENT OF WORKS
b:Y 7. SURFACE WATER RWP LOCATIONS TO BE CONFIRMED BY ARCHITECT
\ PRIOR TO COMMENCEMENT OF WORKS

WORKS OUTSIDE PLANNING
BOUNDARY COVERED UNDER
MAIN PLANNING CONSENT
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Cd
12000 WASHOUT CHAMBER LOCATED ,&‘
AT RISING MAINS LOWEST POINT AND “’)
ACCESSIBLE FOR MAINTENANCE

DCWW APODTABLE RISING MAIN p,»‘

ADOPTION EXTENTS STARTS ,0"
FROM THE BOUNDARY OF THE ¢
ADOPTABLE HIGHWAY TO THE
EXISTING SEWER

' 8. ALLPRIVATE SWS DRAINS TO BE @/150mm HDPE PIPEWORK LAID AT A
3 MINIMUM FALL OF 1 in 100 UNLESS STATED.
g 9. ALLLINEAR DRAIN OUTLETS TO BE @100mm AT MINIMUM FALL OF 1 in 100
E TO MAXIMUM FALL OF 1 in 10 UNLESS STATED,
0. ALL PRIVATE FWS DRAINS TO BE @100mm uPVC PIPEWORK LAID AT A
. MINIMUM SLOPE OF 1in 40 UPSTREAM OF FIRST W.C. CONNECTION ON A
e R " RUN. AFTER CONNECTION OF st W.C. TO BE LAID AT MINIMUM SLOPE OF f
STATION SEE TT- PUMPS ** in 80 UNLESS STATED.
QUOYE REF: Qo985 % 1. PIPEWORK TO HAVE BED AND SURROUND AS FOLLOWS:
' o «  UNDERNEATH PRIVATE DRIVEWAYS, PARKING AREAS WITH
¥ RESTRICTIONS TO PREVENT ACCESS BY VEHICLES IN EXCESS OF 7.5T
< AND PATHWAYS ADJACENT TO VEHICLE ACCESS TO BE;
<L e+ COVER TO TOP OF PIPE > 0.9m - TYPE S o TYPE T (PLASTIC)
»* »s COVER TO TOP OF PIPE < 0.9m - TYPE Z (CONCRETE SURROUND)
« »  UNDERNEATH DOMESTIC GARDENS AND PATHWAYS WITH NO
. ) , POSSIBILITY OF VEHICLE ACCESS TO BE;

_/ % »s COVER TO TOP OF PIPE > 0.35m - TYPE S or TYPE T (PLASTIC)
7% s+ COVER TO TOP OF PIPE < 0.36m - TYPE Z (CONCRETE SURROUND)
2. ALL SIDE CONNECTIONS IN MANHOLES/INSPECTION CHAMBERS TO BE

MADE AT HALF PIPE LEVEL.
3. CONNECTIONS MADE USING PRE-FORMED JUNCTIONS ARE TO BE IN

O
N

ACCORDANCE WITH FIGURE B.24 SEWERS FOR ADOPTION 7TH.
14. ADOPTED PIPES WHICH PASS BETWEEN OR CLOSE TO BUILDINGS ARE TO
BE IN ACCORDANCE WITH FIGURES B.1 AND B.2 SEWERS FOR ADOPTION

—— PROPOSED FOUL WATER SEWER
——dde PROPOSED FOUL WATER RISING MAIN

@ PROPOSED FOUL WATER MANHOLE WORKS OUTSIDE PLANNING
v EXISTING DCWW FOUL WATER SEWER BOUNDARY COVERED UNDER

MAIN PLANNING CONSENT
O EXISTING DCWW FOUL WATER MANHOLE
$104 BOUNDARY
$104 EASEMENT (4m)
OFFSITE PLANNING BOUNDARY

TTH.

\ 15. ALL 100mm DIAMETER PLASTIC PIPE SHALL COMPLY WITH THE RELEVANT
PROVISIONS OF BS EN 1404-1, BS EN 1852 AND BS EN 12666-1 AND BE KITE
MARKED. THERMOPLASTIC CHAMBERS AND RINGS SHALL COMPLY WITH BS
EN 13598-1 AND BS EN 13598-2 AND BE KITED MARKED.

16.  ALL PIPES AND FITTINGS FOR DIAMETER OF 100/110mm TO BE EITHER:

FLOLINE EN1401 DRAINAGE SYSTEM

HEPWORTH PLASTIDRAIN SYSTEM

MARLEY SOLID WALL UNDERGROUND DRAINAGE PIPE SYSTEM

OSMADRAIN BUILDING DRAINAGE SYSTEM

POLYPIPE EN1401-1 STANDARD UNDERGROUND DRAIN SYSTEM

OR SIMILAR APPROVED BY RELEVANT AUTHORITY AND/OR HYDROCK
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7. ALL PIPES AND FITTINGS FOR DIAMETERS OF 150mm - 300mm TO BE

EITHER:

o MARLEY TWINWALL SYSTEM

o UPONOR ULTRA-RIB SYSTEM

o WAVIN OSMA ULTRA-RIB SYSTEM

o POLYPIPE CIVILS POLYSEWER TWINWALL SYSTEM

o OR SIMILAR APPROVED BY RELEVANT AUTHORITY AND/OR HYDROCK

18.  3m MAXIMUM LENGTH PVC-U PIPES INSTALLED BY BPF/PPG ACCREDITED
CONTRACTOR - COPY OF CERTIFICATE REQUIRED.

19.  USE OF DIFFERENT PIPE SUPPLIER OR SPECIFICATION MUST BE
APPROVED BY STATUTORY UNDERTAKER - IF IN DOUBT ASK.

20.  ALL PIPEWORK MANUFACTURED IN UNPLASTICIZED POLYVINYL CHLORIDE
(PVC-U). PVC-U DRAINAGE SYSTEM WITH FLEXIBLE JOINTS TO BS
EN1401-1;1998, BS 4660 OR BS 5481. PVC-U PIPES INSTALLED BY BRITISH
PLASTICS FEDERATION - PLASTIC PIPES GROUP - MANUFACTURER
APPROVED INSTALLERS. PLEASE PROVIDE COPY OF CERTIFICATION TO
HYDROCK PRIOR TO LAYING ANY PIPEWORK.

21.  PROPOSED ADOPTABLE SEWERS ARE ONLY PERMITTED TO HAVE OTHER
SEWER/GULLY CONNECTIONS AND OTHER SERVICES LAID AT AN ANGLE OF
BETWEEN 45° AND 90° ACROSS THE LINE WITH A VERTICAL CLEARANCE IN

4m EASEMENT OF
PROPOSED RISING MAIN

EXCESS OF 300mm.
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