[PLANTING SCHEDULE]

Working on or adjacent to the public highway.
Working adjacent to waterbodies during storm conditions.

Any construction personnel including operatives intending to construct the designs shown on this drawing should
ensure that they have been thoroughly briefed by the principle contractor on all health and safety matters and
have sight of:
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0 5 10 20 Trees
| Number|Species Girth Specification . . . .
h 1 Acer CAmpesiTa 14-160m|RB :Extra Heavy Standard EX|st|ng' surveyeq trees to be retgmed and prptected in accordance with BS 5837:2012
1 Acer platanoides 'Emerald Queen'[14-16cm|[RB :Extra Heavy Standard T4 as required and in accordance with the Arboricultural Report.
1 Alnus cordata 14-16cm|RB :Extra Heavy Standard
2 Betula pendula 14-16cm|RB :Extra Heavy Standard ,/"\\
1 Prunus avium 14-16cm|RB :Extra Heavy Standard ! ) Existing trees to be removed as part of the development.
1 Prunus padus 14-16cm|RB :Extra Heavy Standard \ S
2 Sorbus aucuparia 14-16cm|RB :Extra Heavy Standard S=c
Total :9 NEIRUVNVN
Existing groups of trees / vegetation / hedges to be retained and protected in
. . " . s ho~~"__~/"- accordance with BS 5837:2012.
21 No. Geranium macrorrhizum 'ingwersen's variety Shrubs
. . . . Number |Species Height |Pot Size|Specification|Density N -
18 No.Potentilla fruticosa 24 No. Lonicera pileata 'Maygreen' 32 Bergenia cordifolia 20-30cm; 3L ¢ 4/m? T Existing groups of trees / vegetation / hedges to be removed as part of the development
; s ; ' : ! oisya ternata ite Dazzler -60cm m e _ )
27 No. Viburnum davidii 17 No. Choisya ternata 'White Dazzler 31 Choisya ternata White Dazzler 40-60cmSL___{C 4/m? P AN 9 9roup g ’ P P
) . 57 Geranium macrorrhizum 'ingwersen's variety'|30-40cm|3L C 4/m? - _
i ifoli ifoli 40 Hebe buxifolia 30-40cm|3L C 4/m?
15 No.Bergenia C.OFdI.f0|Ia 17 No.Hebe buxifolia 32 Hebe rakaiensis 3040cm[3L___|C 4/m? . .
15 No.Hebe rakaiensis 9 Hydrangea arborescens 'Annabelle’ 40-60cm|5L C 3/m2 Proposed tree planting. Refer to schedule for details.
' ' 32 Lonicera pileata 'Maygreen' 40-60cm|3L C 4/m?
9 No. Hydrangea arborescens 'Annabelle 34 Potentilla fruticosa 40-60cm|3L C 3/m?
: ; 7 ' : ' 62 Viburnum davidii 40-60cm|3L C 4/m?
7 No. Geranium macrorrhizum ‘ingwersen's variety Total 1329 v vvvel Proposed hedge planting. Refer to schedule for details.
N
T40 Rain Garden Mix03 Native Hedge
T4 22 “0- ﬁJ”Uga repgans 25% o Number _|Species Height _[Specification|Percentage Contribution Proposed shrub planting to include pollinators. Refer to schedule for details.
5 No. Allium sc oenoprasum 5% 28 Acer campestre 60-80cm|B 10%
s g 12 No. Juncus effusus 20% 28 Corylus avellana 60-80cm|B 10% _ ]
B : 9 No. Osmunda reqgalis 15% 110 Crataeg_us.monogyna 40-60cm|(B 40% o ) )
~ 11 No.Polystichum gsetiferur:] 25% 14 llex aquifolium 40-60cm|B 5% @ : Existing grassed areas to be retained / protected / made good as required.
_ 6 NO. Ruc)i/beckia fulgida 10% 0 42 Prunus spinosa 40-60cm|B 15% T
- o 28 Rosa canina 60-80cm|B 10%
P ~ | 28 Sambucus nigra 60-80cm|B 10% Proposed amenity grassed areas to be seeded with 'A22 Low Maintenance' by Germinal
-~ ] Total :278 or similar on min.150mm topsoil on min. 300mm subsoil as per specification. Sown at the
recommended rate of 50g/m2.
Rain Garden Mix 3
s O 1 Number [Species Height [Pot Size[Specification|Density [Percentage Contribution . .
. El @ T5 22 Ajuga reptans 20-30cml 2L C 6imz_ 125% Nt_)tes about birds breeding s_eason_ and tree removal: _ _ _ _
5 Allium schoenoprasum 2L C 6/mz2 5% It is recommended that vegetation which needs to be removed is done prior to the bird breeding season. [1st March
V) PN 12 Juncus effusus 30-40cm|3L C 4/m>_ 120% to 31st August]. If this is not possible within this period, the vegetation removal should be carried out under the
D 9 Osmunda regalis 3L C 4/m? _ |15% supervision of an Ecologist.
, 0 0 (9] _ 11 Polystichum setiferum 3L C 3Imz__[25%
1 i 2 0,
’ @ : 1 No.Prunus avium 6 - Rudbeckia fulgida 3L c 4/m 10% If birds are found to be breeding in the vegetation which needs to be removed then vegetation removal in the area
ag o . . . Total :65 . . .
T39 . QDD g D @ 1 No. Acer platanoides 'Emerald Queen surrounding the nest must be delayed until the eggs have hatched and the young birds have left the nest.
- < > Hedge planting to be established in double staggered rows, 300mm between rows,
' ag O 1 No. Acer campestre , .
B plants equally spaced with 6no plants per linear metre.
] m — 1 — ~ Rain Garden plants to be established in single species groups of between 7 and 11.
[ N \
e 2 R v YrQ W Py
57 / \ o 16 7L
, oo A e .
o 7\ - \ \ Tree planting to be double staked using Qj — Hedge planted in double staggered row into 450mm topsoil on
/ @ 0 @ @ R | 75mm diameter pointed softwood stakes &S} 400mm subsoil fully relieved by hand or machine to full depth.
' D @ ’ c \ I treated with Tanalith E Class 4.0. Stakes Q Topsoil to be mixed with approved planting compost 80 litres per
/- - () . N New tree planting proposed TREE REPLACEMENT STRATEGY: t_o _be drlver_1 into ground 1500mm below o 4sq_ m worked into top 200mm. Include for Enmag slow release
QO ‘j l (@ D m N where space allows finished soil level and be 600mm above fertilizer at 20 grams per plant. 50mm layer of approved bark
T38 D V] Q (¢ @ N / P ’ The existing trees to be removed are all noted in the tree report as either Category C or ground. Trees to be secured to stakes 1N o h mulch to surface. _ _
, (@) o0 0 ‘ D N o Category U. Whilst the majority of those being removed are Category U, it is using adjustable rubber tree ties. — Shrub planting on 450mm topsoil
© ) O GDD @ _ / Existing Category A, B and C trees acknowledged that they currently contribute positively to amenity and ecology and an on subsoil min 400mm deep
(V] — ~ - to be retained and protected. adequate level of mitigation is required. relieved by hand or machine to full
’ D O ) depth with 50mm approved bark
136 ) Q a \ Due to the site containing a large number of existing mature trees, there is very little mulch to surface.
) suitable space for replacement trees. Therefore, the replacement strategy includes an
\ \ appropriate number of trees, planted in suitable locations where there is sufficient GreenBlue Urban ReRoot 1000 root Proposed grassed
~T3 S D space to allow the trees to develop to their full potential. barrier system within 6M of all service y areas laid on min.
! A o O @ locations installed in compliance with L| |_ 150mm topsoil on
| \ 0 g [j @ In addition to the replacement tree planting, a new mixed native hedge is proposed manufacturers installation instructions. min. 300mm site
G3/2 -~ ~ \ (]DD o 0 (6 @ @ 17 along the south west boundary. This will provide a broad range of native tree and shrub g won subsoil.
S species, a food source and nesting opportunities for birds. . s
/ 8 O D 0 s P 9 opp GreenBlue Urban Root Rain urban irrigation
/ \ 9 d D Finally, the inclusion of new shrub planting to building edges and in rain gardens, system RRURB1.
| D — Q U | 2 T8 including plants known to benefit wildlife, further enhances site ecology and biodiversity.
~ T NANE= L\ N v U Nl T NN ] e ] e
Ekisting ve etation‘ \ P N L N o | 1 ' | | O e [ N N N oocoococor I 9000 Oeocooce N vpceocccony I Oeoeeon: Joo:
to be rgtain%d ' | 0 i T9 TABLE OF REPLACEMENT TREES
' \ | 35 > ) 4 T6 |Cat U poor Goat Willow to be removed. | Replace with 3no trees as space allows. ! \\\\\\
\ D T16|Cat C young Beech to be removed. Replace with 2no trees in same location. 1 x 1 x 1m tree pit backfilled firstly with site /\///\//
\ / ODD T26|Cat U dying Ash to be removed. Replace with 1no tree in nearby location| ~ Won subsoil [700mm] and then site won
\ / ] Q T28|Cat U dying Ash to be removed. Replace with 1no tree in nearby location|  toPsoil [300mm]. Topsoil to BS3882
~ Z y. 9 P - - Y - thoroughly mixed with Melcourt Topgrow \/\/\/\/\/\/\/\/
_ \ 33 L G32|Cat U dying Ash group to be removed. |Replace with 1no tree in nearby location]  py21ting Compost in ratio 2:1 as specified. /\//\//\//\//\//\//\//\/
T34|Cat U suppressed Birch to be removed.|Replace with 1no tree in nearby location, Include for E | | fertili t \ \ \ \ \ \ \ \
. . , ( nclude for Enmag slow release fertiliser a / / / / / / / /
8 No.|Lonicera pileata 'May W’ 100gms per pit, and backfill in 150mm e // // // // // // // 7
14 No.Choisya ternata ' ite Dazzier Y ( layers firming in before next layer is added.
e 1 %\ o Break up bottom of pit 200min deep and K
23 No. Hebe buxifolia b sides where root barrier is not installed.
29 No. Geranium macrorrhizum 'ingwersen's variety" bH\ \ T11 00
. - !
?; r':llo.Pubturrllljlmfd t\'”d" Hq\ \ \ Typical section through tree pit /
o.Fptentilia fruticosa shrub planting. Scale 1:25 V \V/
17 No.Bergenia cprdifolia b\d\ D
17 No.Hebe rakaignsis \‘Fla \ ANE=N < & |/
2 U \ Planting Specification
G31 Wl @
113 q T1 2 All work and materials shall be in accordance with current d- Trees to be planted in pit to a depth and orientation related d - After sowing, all amenity grass areas are to be Defects Liability Period
%1 British Standards components and to Code of Practice. to the original growing position in the nursery and consolidated using an approved type ringed roller.
backfilled with the excavated topsoil mixed with approved e - Sowing shall be carried out in suitable weather conditions R .
l SITE CLEARANCE tree and shrub planting compost in the following amounts:- in transverse directions. After sowing, ground to be lightly a g'i‘sysit;eegrs:r:”t;z:S’:)dngg:;i?“::iég;iggﬁ'i‘(’) en‘?srha” be
Feathered trees - 60 litres/tree raked and all stones over 12mm gauge shall be removed. re Iacgd b th)é Contractor entiprel at his owF:I expense
a- Remove general builders rubble, litter and any stones Standard trees - 95 litres/tree P y ) L v P '
#) C{ T1 3 greater than 75mm in size from the areas to be planted. Heavy standard trees - 120 litres/tree Turfed Areas b- Thergafter any fa_|lures within 12 months of the datel O_f
\ Such materials are to be collected and taken to the Sem-mature trees - 150 litres/tree practical completion shall also be replaced to the original
b CJ\ Contractors tip or disposed of on site as directed. e - Trees to be tied to the supporting stakes with adjustable a- Ensure soil below is prepared correctly, level and lightly ;pﬁzf'r?::tonlsxﬁt:e S()ec;r;t;ictor entirely at his own expense,
l reinforced rubber tree ties with solid rubber spacers, watered before laying the turf. Each row of turf should be planting =
b é‘ EARTHWORKS positioned at an approved point suitable to the habit of the laid so that joints are offset by min 300mm. Start laying ¢- Thereafter any fallure§ W'th'n th?_”e’ft 4 years shall also
! T15 Planting Areas tree. along a straight side in a row butt jointing the ends tightly be replaced to the original specification in accordance
\P f- Proposed trees within 3m distance from buildings or together. with the planning conditions.
g oo it and spread evenly on the approved formaton to oot bariore ntalled oo SR ASIORAE b Do nol strlch th turf ahuays push he tur no a int. Weed Gontrol
X > e Avoid gaps, but if they do occur fill them in with a light eea Lontro
T ?cl\:esr?rflglsraer?t:degizg ;ig??og)n:gﬁsesetg ?gl_e:_se’e45.?sm2|| 9- Wateréo be aplpllet_d tc? all trees and transplants on the soil/sand mixture. Ensure complete contact between the a- Keep shrub beds and areas around trees free from annual
T1 4 to soiluto Ft;e laced on a minimum of 30(F))mm depth zlf . Iiamtfl ralt/j Etlrs e 36 litres/trs soil and the underside of the turf and if necessary use a and perennial w_eeds by hand we_ef:hng. Al arisings to be
é\ su%soil P P S?:nerZ trezzs ) 36 Iitrzz/trzz flat board or head of a rake to lightly firm down the turf. removed from site. Allow 7 no. visits per year.
e - . c- Immediately after laying, start watering. Ensure that the b - Apply translocated herbicide to shrub beds using weed
T b - Finished levels of topsoil in grassed areas to be 25mm Heavy Standard trees - 42 litres/tree h ) Al o ith h
‘\P @ -~ 6 above adjoining paving. Finished level of topsoil in shrub Extra Heavy standard - 48 litres/tree new turf is never short of w_ater. Watgr repeatedly for at l\'lgr’:g\}ed :f:é?e\gzgsv?si);ear with dead weed growt
? ( ) beds to be 50mm lower than adjacent edge to allow Igast tWOt V‘[’)‘T_elgsgnd/ork'-lmt” t?e_turfdls well;stabll§hded. '
T lacing of bark mulch. Grass Seedin nce established, weekly watering auring dary perioas
EX|St|ng Shelter v d\ ! ~ @ c- gupm? and spread approved fertiliser such as SAl Enmag 9 should be adequate. First cut to be undertaken once Mulch
to be retained. or similar standard at the rate of 70g/m to be worked into a- Areas for seeding to have topsoil depths of min. 150mm grass sward is long enough to cut.
\ B . T2 T1 7 top 200mm. apart from wildflower areas where seed should be sown a- Bark mulch to be reinstated to original depths at the end of
’ . directly onto subsoil. each growing season. Allow 1 no. visit per year.
(% C \‘ T24 o CULTIVATIONS AND PLANTING b - One month prior to sowing, areas shall be harrowed to a Grass Subsidence/Damage
\ ’ : ) Planting Areas depth of 100mm followed by chain harrowing to a depth of Waterin
G30 : \ 22 50mm to produce a fine tilth. Finished surfaces to be . 9
\3 & ) T1 8 a- Shrub beds shall be cultivated prior to planting to produce rolled with a Cambridge roller. a- ?neydsftiJebds||ti<\e/2::ses?]fas”e::?:azretu;f(;((ij Zl;]zafel_)seelc;v(\j/etge These All planti hall b tered with a | h
y% <&ﬂ \\ a medium tilth and all weeds, stones and other debris c- All weeds, stones and other debris arising from this work w‘:)rks shall be rectified a the C%ntractor‘s ex ense' a- d pandlng S ﬁ e'tvr:la ?r:e f'WIt a owfpressttére loset th
\ ~ o\ @ arising from this work are to be collected and removed shall be collected and removed from site to the Contractors P ’ uring dry spells, within the first year of growth only, at the
Vi\ A : -~ — . from site. tip. b- The Contractor shall make goqd any_damagg caused by following rates:-
\ U . ~— v g < b- Spread approved tree and shrub planting compost over the d- Al grassed and broad-leaved plants which emerge work personnel, plant or material whilst carrying out and Feathered/standard trees - 36 litres/tree/visit
e . T2 oo . 1 No.Betula pendula planting beds at a rate of 20 litres/m2 and work into the top between cultivations and seeding shall only be treated with maintaining the work on site Heavy standard trees - 42 litres/tree/visit
/ \ \ T20 1 No. Sorbus aucuparia 200mm. an approved translocated herbicide before sowing. Semi-mature trees - 48 litres/treelvisit
\U\Lt \ . P c- Shrubs to be sited in locations, numbers and densities Watering Shrubs N 5 litres/plant/visit
ﬂ" . / \ \ 25 shown in the planting schedule and on the soft landscape Minor Grading
=2 \N\—r - ) ! dradwingts.hlShrufbshto be Pfﬁeitoba‘:hie"te i” e‘l’e”tsga?“g Finished levels of " 0 be 25 N a- Contractor shall be entirely responsible for all watering Fertiliser
] ) . iy and matching of shapes. shrubs are to be planted a a- Finished levels of amenity grass areas to be 25mm above necessitated by dry weather and it shall be undertaken by
\ | - 21 the depth at which they have previously been growing, adjoining paving or kerbs. Levels to be arranged to give tati t.
=] o X o - . T19 allowing for soil settlement after planting. gentle falls for drainage purposes. siafionaty forary sprays. a- Atthe end of the establishment period, 30gms of slow
S0 - _ \ S d- Surfaces of shrub planting areas shall be left clean and b- New areas to be married in to adjoining soiled areas. Completion release fertliser to be applied around each plant. Allow 1
N | neat with a raked surface between the planting during and P no. visit at end of Year 2
on completion of planting. Final Cultivations ) )
- 7~ - e - Immediately after planting all containerised plants shall be a- Grass areas shall be accepted as having reached practical Grass Cutting
28 26 watered with 5 litres of water per plant. a- The surface for seeding should be 25mm deep and free completion only when germination has proved satisfactory
) ] 14 No. Viburnum davidii O f-  All grass edges to be cut vertically with an edging iron to a from weeds and stones. and healthy weed free swards have been established. a- Areas sown with amenity mix:
~ . depth of 100mm. Resultant edges to be clean and straight L ’ .
1 No. Sorbus aucuparia N or an even smooth radius. Edges to be left neat and tidy Sowing MAINTENANCE 10n0. visits betuoon April and October. Grass areas lo be.
1 No_ Al d 1 No.Betul dul with ground on shrub side meeting cut face at an even Grass Seed Mixes ine ho ght o e BOm s tg o | I
0. Alnus cordata 0.Betula pendula radient. All cuttings to be removed from site. a- Germinal Seeds Ref: 'A22 Low Maintenance' sown at cutting heights 1o c.obmm. fn very wet conditions, a
7 9 9 General operations involving grass cutting shall cease until
1 No.Prunus padus g- A 50mm layer of matured conifer bark to be spread over recommended rate of 50g/m?, or similar approved. The Contractor shall b ible for th int . conditions allow operations to continue without damagin
: planting areas and tops of tree pits, at least 75% of which a- € Lontractor shall be responsible for the maintenance o . p ging
shall exceed 60mm particle size and shall contain a Procedure the planting and grassed areas for a 12 month period the sur?facmg, levels and contours of the ground. AIlIow for
minimum of wood particles, the bark is to be pest, disease following the completion of the works and will be sweeping clean of all paths and roads of grass cuttings at
EXiSting po unnel removed to and weed free. , ’ a- The Contractor shall purchase fresh grass seed each reslpcgpsibltle forfarjly defeots duke to faEIltygnalteriarI]sl, . each mowing
allow space forn tree nting. A season throughout the contract period. The grass seed including plant failures, or workmanship during this time.
Tree Planting - Planting Pits shall be made up of certified seeds under EEC regulations. b - The Contractor shall carry out maintenance work at c.  INALL CASES all arisings are to be removed from site.
ative hedge The seed shall have a certified germination of not less than suitable intervals and in suitable weather conditions.
a- Excavate tree pits as follows:- 10% and a certificate of purity of not less than 90%. Total Firming In
28 No./Acer campestre 10% Standard / Feathered trees -1000 x 1000 x 1000mm weed seed and other crop seeds content shall not be more c- 48 hours notice in writing shall be given before a- Al plants and tree stakes loosened by planting operations
(o) . . . . . ’
28 No/ Corylus avellana10% Semi-Mature trees - 1500 x 1500 x 1000 than 15. Seeds shall be obtained at least 21 days before commencement of any maintenance operations. Failure to wind or frost shall be firmed in. Allow 1 no. visit per year.
110 No. Crataegus monogyna 40% / b - Loosen base to a further depth of 200mm and scarify sowing. do so will result in non payment for any supposed work
14 No.llex aquifo|ium 5% sides. Dispose of unsuitable excavated material off site to carried out. Litter Collection
i o, approved tip. b - The Contractor shall be required to submit certificates for ; ) . "
2 Ng' Prusgucszasnpihnaofg"}s /o < ; ) c- Trees to be double staked with stakes positioned parallel all deliveries of grass seed stating the seed source, a- Whole site to be kept in a clean and tidy condition
) (400 to the adjacent kerb line or paving. Tree stakes to be mixture percentage, percentage purity and germination throughout the establishment period. Litter to be
28 No.Sa us nigra10% pressure treated, minimum diameter 65mm and pointed at period. All seed shall be delivered in original sealed bags. removed from site. Allow 20 no. visits per year.
one end. Stakes to be driven into the pit before planting to ¢c- Amenity grass seed mixes are to be sown onto a minimum
a minimum depth of 300mm below the base of the pit:- of 150mm depth of topsoil on min. 300mm subsoil.
REV. DESCRIPTION. _ DATE. REV. DESCRIPTION. DATE. REV. DESCRIPTION. DATE. IMPORTANT CDM / H&S NOTE PROJECT
A Amended to reflect changes to site layout. LH/DP 25.11.24 The designers would draw the readers attention to key residual construction health and safety hazards that have ;
) . ore . _ _ at hav Gellinudd, Pontardawe
B Amendments to rain gardens following SAB comments. LH/DP 30.07.25 not been eliminated from the designs shown on the drawings by the design process. These hazards are identified |O ndSCO e OrCh”eCTure
C Amended to reflect latest site layout. LH/DP 05.01.26 below: & DRAWING TITLE

1. The full designers and contractors hazard risk assessments and risk registers.
2. The developed construction phase health and safety plan.
3. The contractors construction method statements.

info@dpla.co.uk www.dplandscapearchitecture.co.uk

Note: Do not scale this drawing. Use figured dimensions in all cases. Check all dimensions on site. Report any discrepancies
to dp landscape architecture before proceeding. This document is copyright and must not be used, amended or
reproduced in any form without written consent from dp landscape architecture Itd.
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