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UNRESTRICTED SURFACE WATER DISCHARGE TO
DOCKS SUBJECT TO AGREEMENT WITH APB
DISCHARGE RATES

100YR+40% - 84.70l/s

100YR - 66.10l/s

30YR - 50.70/s

2YR - 22.201/s

WIDENED SPILLWAY TO TIE BACK INTO EXISTING SPILLWAY THUS AVOIDING THE NEED
TO ALTER/ EXTEND EXISTING DOCK WALL. ABP TO PROVIDE APPROVAL OF PROPOSALS.

\

PROPOSED PRECAST CONCRETE HEADWALL
WITH NON RETURN FLAP VALVE
(ALTHON H6C B OR SIMILAR)

—

CURRENTLY NO ALLOWANCE FOR ANY WORKS TO EXISTING DOCK WALL SUCH AS
ALTERATION OR EXTENSION TO BE MADE

0S NORTH CL:7.120 N y
IL:4.205 (DCWW DATABASE) . /
NEW BLIND SADDLE CONNECTION DIRECTLY ONTO EXISTING DCWW \’\,\ //‘
ADOPTED 525mm@ COMBINED SEWER 3. 7/
EXISTING SEWER IL: 4.301m AT POINT OF CONNECTION o /
INCOMING NEW 150mm FOUL SEWER IL:4.676m AT POINT OF CONNECTION V\ //
EXISTING SEWER / MANHOLE LEVELS TAKEN FROM DCWW GIS DATABASE \\% > ~ /
AND ARE TO BE CONFIRMED ON SITE FOLLOWING FURTHER INVESTIGATION ’\% Ne - ‘/‘/
'3 ®
e 5576896501
Ve CL:7.100
] IL:4.365 (DCWW DATABASE)
\
\ APROPOSED ADOPTABLE FOUL AND CONNECTION
\ ———|ONTOEXISTING DWW COMBINED SEWER N
4 ABEYANGE. AWAITING 104 APPROVAL FROM DCWW
PROPOSED WETLAND RECEIVING FLOWS FROM tc;’i ~
HARD STANDING AREAS OVERLAND AND VIA ACO DOWNPIPE (B
SOCKETS AND ACO CHANNELS VIA ACO OUTLETS ;
4
WETLAND 1 &
CL:7.550 &
IL:7.050 5
TWLs & 5]
100YR+40- 7.142 &) SWALE 1
100YR- 7.120 %, Y4 CL:7.500
30YR- 7.111 %, (ST IL:7.150
2YR-7.088 TWLs
100YR+40 - 7.300
100YR - 7.279
> 30YR - 7.265
- 2YR-7.229
N ALL PRIVATE FOUL DRAINAGE IN
<3 ABEYANCE PENDING OUTCOME OF PROPOSED SWALE AND WETLANDS
<3 STRUCTURAL COORDINATION EXERCISE { ACCEPTING OVERLAND FLOWS
=% FROM ADJACENT CAR PARK THROUGH
~=m HIT AND MISS KERBS
~5 KERB DRAINS TO COLLECT
SN PARKING BAY RUNOFF AND
SN DISCHARGE INTO WETLAND 2
ALL INTERNAL FOUL DRAINAGE TO BE 100mm@ uPVC.| 225, T D01 WETLAND 2
500 up L6128 CL:7.50
ALL EXTERNAL FOUL DRAINAGE TO BE 150mm@ uPVC | Tsz5:05 ‘ o
8190, LIt 7.
ALL uPVC FOUL AND SURFACE WATER PIPEWORK ACROSS THE SITE| /007 i) TWLs
TO BE DETERMINED SUITABLE FOR USE IN THE PRESENCE OF p 100YR+40- 7.190
HYDROCARBONS (TPH) ABOVE CONCENTRATIONS OF 200mglkg. j 100YR- 7.170 SWALE 2
SUPPLIER / MANUFACTURER TO CONFIRM SUITABILITY }( :) / 30YR-7.159 CL7550
el 2YR-7437 1L:6.800
RAINGARDEN 1 g0y
T CcL70 oSN TWLs
! f 100YR+40 - 7.357
|L17'V?/ﬁ(s) LN 100YR - 7.326
100YR+40 - 7.430 | B g%R 772:2(3)2
3No. EXISTING ELECTRIC CABLES 100YR - 7423 VS e :
RUNNING AT DEPTH BENEATH 30YR - 7420 e
/ Y,
WETLAND 3. DUE CARE AND wr-74101 /1 920
ATTENTION TO BE TAKEN \ ~ Nl EXISTING ROAD SET TO NEW LEVELS
THROUGHOUT EXCAVATION 5”7’77@up,/ /41-15%7373 /L\ TO BE DRAINED AS PER THE EXISTING REGIME,
15 °@ | Kol EXISTING POND TO BE RE-PROFILED TO PROPOSED
WETLAND 3 RO At 9/ LEVELS, REFER TO EXTERNAL WORKS / LEVELS DRAWING
CL:7.600 111 CQ N/ Y 4 N2y (26CB02-HYD-50-22-D-C-0700), AND OUTLETS FROM
587 TR 2 A EXISTING KERB DRAINS TO BE REINSTALLED WITH
- Wsj .<. B e 5~ Bl : ,\EA)(()ISITFI:\IIE% F;lgﬁg CONNECTIONS EXTENDED TO SUIT THE
' A\D04 ~ .~ .
100YR- 6.933 S 0L 0SS o=@ , :
30YR-6.924 N 1\ 1 [ACCESS ROAD LEVELS TO BE REDUCED THUS DECREASING
2YR-6.905 5\ | COVER TO EXISTING 6'0 DCWW AFAN MAIN. CONCRETE
~" - —{PROTECTION SLAB TO BE LAID OVER MAIN TO PROTECT FROM
HARD ST ANDREO:SSAESD g/EETF{LL‘\;'NDDiEthDE{X}S‘EC%gg\?V;';f;'\é 55 7" | VEHICLE LOADING AND MAIN TO BE FITTED WITH INSULATING
SOCKETS AND ACO CHANNELS VIA ACO OUTLETS - L - CONDUIT TO PROTECT FROM FROST DUE TO SHALLOW DEPTH
7 ) ~_—~[PRECAST CONCRETE DISHED 7/ _—\
4 < 7 —-| CHANNEL (MARSHALLS OR RUNOFF FROM REPROFILED POND TO DISCHARGE TO EXISTING
L S L e LOCALISED DEPRESSION/DITCH | =1 gy AR) TO CONVEY SURFACE
SURFACE WATER S , |MADE IN SOFT LANDSCAPING TOBE | =10 \reo b e e oo SEWER VIA PRECAST SWALE OUTLET IL: 6.647 AS SHOWN
DESIGN / S = = 5 g 7 STONE-LINED TO PROVIDE EROSION |~ | 10\ e o o8 CL:6.750
DEPENDANT ON f EXISTING 6IN (150mm@) 7 CRT T W it = PROTECTION FOR SURFACE WATER TREATMENT AND ATTENUATION IL:6.400
UNRESTRICTED| 6m EASEMENT TO EXISTING \u AFAN MAIN DIVERSION e 1 L (3000IN6.420 RUNOFF ENTERING WETLAND3 |\, TWLs
DISCHARGE | DCWW 6' AFAN WATER MAIN  Emorcg e o ALisomis s SN\, /\*///4’)/ . T00VR#0- 6679
INTO ABP DOCK e 9 - = = = \ g | 100YR-6.669
SUBJECT TO ; e T e ST e e N — 30YR - 6.665
ONGOING — — — 1L (3000 0UT)6.335 — = T o I3 ‘—‘W—S‘Gﬁey ~ = / 2YR - 6.656
DISCUSSIONS AND T wm— — ——— s 11111\ R B | e gl =
APPROVAL WITH ABP — S e —— — == Wiarsp Uy 70 R I mwISie B
EXISTING DCWW 1200mm@ WATER ———— —____—__T_._—-’:_:’::.;—"':: ——————— - w W EXISTING DCWW 1200mm@ WATER
— | AN (ASSUMED LOCATION) ——— e et AR © et ~__ MAIN (FROM GPR SURVEY)
,,,, SU ——— =~
_— e o \/PTS mmﬁ\]mmmﬁi{w g‘\wﬂ' ,,,,,
! — b= LS OUTLET FROM CHAMBER S8 TO BE
Existing 1050mm g Combined sewer - Ag per ’DW rm \ —'\t'\;\\g 1050mm Sewerasfi ,,,,, = EXISTING GROUND TO BE LOWERED TO SUIT EXTENDED FITTED WITH 600mm@ PENSTOCK
- cords “No Survi d?at ””” g& ACCESS ROAD. 150mm THICK RC PROTECTION SLAB TO VALVE TO PREVENT CONTAMINATED
e e i s /e S PROPOSED PIPEWORK REQUIRED DUE TO SHALLOW WATER DISCHARGING TO THE DOCK
—— S : DEPTH (MIN. 214mm COVER TO SOFFIT OF 300mm@ PIPE) \ IN THE EVENT OF AN EMERGENCY

PROPOSED SWITCH SITE SURFACE WATER DRAINAGE
NETWORK TO REMAIN INDEPENDENT OF DRAINAGE
DISCHARGING TO EXISTING PUMPING STATION.
SWITCH SITE SURFACE WATER TO DISCHARGE TO
PROPOSED SPILLWAY VIA PRECAST HEADWALL AS
INDICATED

I ] BIORETENTION/SWALES/ WETLANDS

~=={)--—-  PROPOSED SURFACE WATER SEWER AND
MANHOLE/INSPECTION CHAMBER

D03 PROPOSED DIVERSION OF EXISTING HIGHWAY
SURFACE WATER SEWER AND MANHOLES

——— - PROPOSED FOUL WATER SEWER
EXISTING DRAINAGE TO BE DIVERTED/REMOVED

EXISTING COMBINED WATER DCWW PUBLIC SEWER -
- 'O' ‘‘‘‘‘ - LEVELS TO BE SURVEYED AND REPORTED TO
ENGINEER

EXISTING SURFACE WATER SEWER - TO BE
MAINTAINED

RETURN FLAP VALVE

'\ PROPOSED CONCRETE HEADWALL WITH NON
( PROPOSED ACO OUTLET/INLET

EEEEEEEsEEEEmEmas PROPOSED LINEAR DRAINAGE CHANNEL

PROPOSED BEANIE BLOCK KERBING

PROPOSED PERMEABLE ASPHALT

B BB EXSTING DCWW 1200mm@ WATER MAIN

EXISTING DCWW 1200mm@ WATER MAIN
LR L L (ASSUMED LOCATION)

————————— EXISTING DCWW 6" (150mm) WATER MAIN
I BN BN = EXISTING AFAN MAIN 24" (600mm)

I | N INDICATIVE EXISTING AFAN MAIN 24" (600mm)

UNCHARTED CABLE AREA

| | DCWW WATER MAIN / SEWER EASEMENT

I | . INDICATIVE ROUTE OF EXISTING 1050mm
CONCRETE DCWW COMBINED SEWER

PROPOSED FULL EXTENT OF
REINFORCED GRASS SPILLWAY

SAB DRAINAGE NOTES:

1. DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT
PROJECT DRAWINGS.

2. THE SURFACE WATER DRAINAGE IS SUBJECT TO APPROVAL BY THE SAB.

3. THE SPECIFICATION IN ALL RESPECTS SHALL BE IN ACCORDANCE WITH
THE CURRENT SPECIFICATION AND CONSTRUCTION PUBLICATION IN
FORCE IN THE COUNTY AT THE TIME OF CONSTRUCTION.

4. ALL LAND DRAINAGE TO BE 225mm PERFORATED PIPEWORK BE LAID AT
MIN FALL OF 1:200 WITH MIN 600mm COVER TO TOP OF PIPE FROM
PROPOSED GROUND LEVEL WITH 450 @ PLASTIC CATCHPITS UNLESS
OTHERWISE SPECIFIED. TYPE 1 (TURF FINISHED) AND TYPE 2 (GRAVEL
FINISHED) TO BE USED IN ACCORDANCE WITH LANDSCAPE ARCHITECT'S
PREFERENCES.

5. THRESHOLD DRAINAGE TO ARCHITECT'S SPECIFICATION.

6. ALL DRAINAGE OUTFALLS AND CONNECTIONS TO EXISTING
FEATURES/SYSTEMS SHALL BE CHECKED & SURVEYED AND THE RESULTS
PASSED TO THE OVERSEEING AUTHORITY / CLIENT IN ADVANCE OF THE
START OF DRAINAGE WORKS

7. ALL LINEAR DRAIN OUTLETS TO BE @100mm AT MINIMUM FALL OF 1in 150
TO MAXIMUM FALL OF 11in 10 UNLESS STATED.

8. ALL PRIVATE FWS DRAINS TO BE @100mm PLASTIC PIPEWORK LAID AT A
MINIMUM SLOPE OF 1 in 40 UPSTREAM OF FIRST W.C. CONNECTION ON A
RUN. AFTER CONNECTION OF 1st W.C. TO BE LAID AT MINIMUM SLOPE OF 1
in 80 UNLESS STATED.

9. PIPEWORK TO HAVE BED AND SURROUND AS FOLLOWS:

o UNDERNEATH PRIVATE DRIVEWAYS, PARKING AREAS WITH
RESTRICTIONS TO PREVENT ACCESS BY VEHICLES IN EXCESS OF 7.5T
AND PATHWAYS ADJACENT TO VEHICLE ACCESS TO BE;

oo COVERTO TOP OF PIPE > 0.9m - TYPE S or TYPE T (PLASTIC)
ee  COVERTO TOP OF PIPE < 0.9m - TYPE Z (CONCRETE SURROUND)

o UNDERNEATH DOMESTIC GARDENS AND PATHWAYS WITH NO

POSSIBILITY OF VEHICLE ACCESS TO BE;
oo COVERTO TOP OF PIPE > 0.35m - TYPE S or TYPE T (PLASTIC)
ee  COVERTO TOP OF PIPE < 0.35m - TYPE Z (CONCRETE SURROUND).
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