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1. BRIEF 

 I have been instructed by Mr. James Player of Jones Brothers (Henllan) Ltd to prepare an 

Arboricultural Method Statement (AMS) and a Tree Protection Plan (TPP) in relation to a 

proposed development at Caewern House, Neath. 

 

2. TREE SURVEY 

 The information in the AMS and TPP relates to the Treescene Tree Survey dated 

26/03/2024. 

 

3. TREES TO BE REMOVED 

 Trees to be removed are indicated in the Treescene Arboricultural Impact Assessment (AIA) 

06/01/2025. 

 

4. TREE PRUNING 

 The following tree pruning works are proposed in addition to those indicated in the 

Preliminary Tree Management Recommendations in the Treescene Tree Survey dated 

26/03/2024:  

 

 G14- undertake light crown reduction to selected Sycamores on the northwestern edge of 

group G14 to provide suitable clearance from the southeastern corner of Block 1.  

 

 All pruning works are to be undertaken by suitably qualified and experienced Arboricultural 

Contractors working to BS3998:2010 Recommendations for Tree Work. 

 

5. TREE PROTECTION PLAN 

 The position of the protective barriers is indicated on the enclosed Treescene TPP 04/2026. 

The tree protection will be installed immediately after the conclusion of the tree works and 

before the commencement of any construction activity on site. 

 

6. TREE PROTECTION BARRIERS 

 Protective barriers in accordance with BS5837:2012 and the enclosed drawing (Figure 2) 

will be installed in the locations indicated on the TPP under the supervision of the 

Arboricultural Consultant. The protective barriers will remain in situ until the completion of 

the construction work and final site landscaping.  

 

 No materials that are likely to have an adverse effect on tree health, such as oil, cement and       

bitumen will be stored or discharged within the protective barriers. No fires will be lit 

within 15m of the crown spread of retained trees and concrete will not be mixed or 

transported within 10m of the trunk of any tree. 

 

7. MONITORING AND SUPERVISION 

 The Arboricultural Consultant should undertake site inspections and monitoring/supervision 

at the following times: 

 

a. Pre-commencement meeting with tree contractor to agree tree removal and pruning.  

b. Supervision of installation of protective fencing.  

c. Monitor condition of fencing every 4 weeks during construction.  

d. Supervision of removal of fencing following completion of project. 

e. Monitor condition of retained trees every 6 months following completion of 

construction for a period of two years. 

 

 



 
 

 

 

 


