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GENERAL NOTES

—_

DO NOT SCALE THIS DRAWING.

2. CONTRACTOR TO CHECK ALL DIMENSIONS AND REPORT
ALL ERRORS AND OMISSIONS TO THE ENGINEER.

3. ANY DISCREPANCY TO BE REPORTED IMMEDIATELY TO THE
ENGINEER.

4. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECTS, SUBCONTRACTORS AND
SPECIALISTS DRAWINGS AND SPECIFICATIONS.

5. USE OF THIS DRAWING DOES NOT ABSOLVE THE CLIENT
FROM HIS RESPONSIBILITIES UNDER THE HEALTH AND
SAFETY: THE CONSTRUCTION DESIGN AND MANAGEMENT
REGULATIONS 2015. THE PRINCIPAL DESIGNER IS
REQUIRED TO CONTACT CB3 CONSULTANT PRIOR TO
PERMITTING THIS DRAWING TO BE USED IN CONNECTION
WITH ANY CONSTRUCTION WORKS.

6. BEFORE COMMENCEMENT OF ANY WORKS ASSOCIATED
WITH THE DRAWING REFER TO ALL RELEVANT HEALTH
AND SAFETY INFORMATION FOR THE WORKS INCLUDING
RESIDUAL RISK INFORMATION. HE CONTRACTOR SHOULD
COMPLY WITH HS(G) 47 "AVOIDING DANGER FROM
UNDERGROUND SERVICES” WHEN PLANNING, LOCATING
AND EXCAVATING AROUND EXISTING SERVICES. IT IS
KNOWN THAT EXISTING UTILITY COMPANY UNDERGROUND
SERVICES AND APPARATUS ARE PRESENT WITHIN THE
PROPOSED WORKS AREA AND IT IS THE CONTRACTORS
RESPONSIBILITY TO LOCATE EXISTING SERVICES ON SITE
ACCURATELY.

7. INFORMATION REGARDING THE LOCATION AND DEPTH OF
EXISTING SERVICES CANNOT BE GUARANTEED BY THE
STATUTORY UNDERTAKER.

8. THIS DRAWING HAS BEEN BASED ON INFORMATION
PROVIDED BY OTHER PARTIES AND CB3 CONSULT DO
NOT WARRANT THE ACCURACY OF THIS INFORMATION.
DIMENSIONS SHALL NOT BE SCALED FROM THE DRAWING
AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING ALL DIMENSIONS AND LEVEL'S ON SITE FOR
THE ACTUAL SETTING OUT OF THE WORKS. DIMENSIONS
MARKED 'DIMENSIONS TO BE SITE CHECKED' ARE
SUBJECT TO CONFIRMATION BY THE CONTRACTOR BEFORE
THE WORKS COMMENCE.

9. TEMPORARY WORKS DESIGN ASSOCIATED WITH THE

CONSTRUCTION OF THE WORKS SHALL BE RESPONSIBILITY

OF THE CONTRACTOR.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE

DESIGN OF ALL TRAFFIC MANAGEMENT PROPOSALS &

PHASING. SUCH DETAILS SHALL BE SUBMITTED TO THE

LOCAL HIGHWAY AUTHORITY FOR APPROVAL PRIOR TO

THE START OF THE WORKS. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR ALL ASSOCIATED COSTS AND ORDERS.
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