
PLANNABUILD Ref:- 1226_C1

Date:- 08/07/2026

1226 - KENNEL ROW BRITON FERRY

SURFACE WATER DRAINAGE SCHEDULE 

MANHOLE SFA 7 COVER DEPTH INVERT PIPELINE

TYPE LEVEL TO INVERT LEVEL FROM TO DIA LENGTH FALL  1   IN  NOTE

MM M M

C3 Existing Brick 6.05 3.25 2.80

S1 C3 100 4.12 0.66 6

S1 SEE NOTE 6.02 3.46 TYPE 2 CHAMBER  WITH ORIFICE REDUCED TO RESTRICT FLOW TO 2 LITRES /SEC

ATT 2 SEE NOTE 5.98 2.50 3.48 ATT 2 S1 225 1.00 0.02 50 Crate attenuation chamber under Footway

ATT 1 SEE NOTE 5.98 2.50 3.48 Crate attenuation chamber under Vehicle Crossover

S2 ATT 1 225 1.00 0.28 4

S2 TYPE 2 6.02 2.26 3.76

S4 S2 225 32.17 0.64 50 TYPE 2 CHAMBER  WITH 300 MM DEEP SUMP

S4 SEE NOTE 6.10 1.70 4.40

S5 S4 150 26.60 0.22 120

S5 TYPE 2 6.12 1.50 4.62

S3 ATT 2 225 2.00 0.02 100

S3 SEE NOTE 5.98 2.52 3.46 TYPE 2 CHAMBER  WITH 300 MM DEEP SUMP

S11 S3 150 12.5 2.26 6

S11 TYPE 3 6.65 0.93 5.72

S10 S11 150 33.09 0.33 100

S10 TYPE 3 6.65 0.60 6.05

S6 S3 150 6.09 2.42 3

S6 TYPE 3 6.65 5.88

S7 S6 150 16.5 0.17 100

S7 TYPE 3 6.65 0.60 6.05


