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EXISTING DCWW COMBINED
SEWER MH REF SS72961402
IL 36.13 (DCWW PUBLIC
SEWER RECORDS - SUBJECT
TO VERIFICATION).

CONNECTION SUBJECT TO
S104 AND S106 APPROVALS
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FLOW CONTROL CHAMBER
RESTRICTED TO 1.65l/s

(Q100 + 40%CC)
DESIGN HEAD 1.05m
HYDROBRAKE REF:

MD-SHE-0060-1650-1050-1650
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NOTES

1. PROPOSALS ARE HIGH LEVEL AND INDICATIVE OF
DESIGN INTENT ONLY. THEY REMAIN SUBJECT TO
FURTHER SURVEYS, , DETAILED DESIGN AND
CONSULTATION WITH SAB.

2. FOUL SVP POSITIONS TBC

3. ANY GREASE TREATMENT REQUIREMENTS
ASSUMED VIA CHEMICAL DOSING PRIOR TO
CONNECTION TO BELOW GROUND DRAINAGE
SYSTEM.

4. SPRINKLER DRAIN DOWN RATES TO BE CONFIRMED
- MAY REQUIRE INCREASED PIPEWORK DIAMETERS
FOR CAPACITY AND HIGH INTENSITY INTAKE GULLY

5. UTILITY SURVEY HAS NOTE BEEN UNDERTAKEN -
PRESENCE OF UNDERGROUND SERVICES TO BE
PROVIDED TO INFORM DETAILED DESIGN.
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