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B Turning head moved & private road areas added. 29-01-25

Decommissioning/Demolition.

In addition to the hazards/risks normally associated with the types

of work detailed on this drawing, note the following:

Construction.

Maintenance/Cleaning/Operation.

Safety Health and Environmental information

 WORKING ON LIVE CARRIAGEWAY - RISK OF BEING STRUCK
BY TRAFFIC

 STEEP HILLSIDE AND EMBANKMENTS - RISK OF PLANT
FALLING OVER.

 WORKING ON LIVE CARRIAGEWAY - RISK OF BEING STRUCK
BY TRAFFIC

 STEEP HILLSIDE AND EMBANKMENTS - RISK OF PLANT
FALLING OVER.

 WORKING ON LIVE CARRIAGEWAY - RISK OF BEING STRUCK
BY TRAFFIC

 STEEP HILLSIDE AND EMBANKMENTS - RISK OF PLANT
FALLING OVER.

C Footway gradients adjusted, existing carriageway relayed.
Crossing points, tactile & corduroy paving added.

28-03-25

D Area of tactiles increased 02-04-25

E Scale changed, Redline plan added 02-04-25

F Adoption extended, private road layout changed. 27-04-26

G Footpath added around turning head, turning head added
to end of private rd, lighting columns added

02-07-26

H Retaining wall at entrance amended, footpath set back for
better visibility.

12-08-26


